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Liability

The standard warranty terms from LogTag® North America apply. A copy can be requested by
emailing support@logtagrecorders.com.

Additionally, LogTag® North America shall not be held liable:

If the HAXO-16BT was used beyond LogTag® North America’s stated limitations.
For any claims due to the improper storage or use of the device.

For any problems with refrigeration units.

For the quality of the monitored goods, if any.

For incorrect readings if the device was used with a low battery.

For any consequential loss.

Disclaimer

The HAXO-16BT monitors environmental conditions, including temperature and humidity, but
does not assess the quality of the goods it accompanies. Its purpose is to indicate whether further
evaluation or testing of the product is necessary.

Introduction

The LogTag® HAXO-16BT is a wireless temperature and humidity data logger. Collecting data
through the dedicated LogTag®Link app makes environmental monitoring simple and easy.

Data and reports can be kept locally on your mobile device, or automatically uploaded to your
teams LogTag® Online account.

The LogTag® HAXO-16BT features the familiar LogTag® family design, with a user-friendly single-
button operation and LCD display for at-a-glance monitoring.

Optional Accessories

I

o
Wall Mount
Not Included - Optional
] < [ Order Code: WMB-01
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What You Need

In addition to your LogTag® HAXO-16BT Data Logger, you will need:

Required: Optional:
e A mobile device or tablet with Bluetooth e |Internet access - optional for automatic
connectivity. upload to LogTag® Online cloud portal.

e |ogTag® Link app on your chosen mobile device e A LogTag® Online account - optional
or tablet. cloud portal.

Activate a Paid Account (optional)

A free LogTag® Online account is used for secure cloud storage for data and reports with team access.

A paid LogTag® Online account grants access to the following premium features:
e Remote notifications

Automatic report sending

Event log export

Signatures

Area management

Bulk shipment creation

Device profile management

Shipment profiles

Extended data access

If you do not have an account, go to www.logtagonline.com Activation Codes
and create one.

Purchase your required activation code from your distributor. elE"TEMNEWACT'VMNCODE@

The account admin will need to click on the account name,
then My Account.

CURRENT ACTIVATION CODES

Activation Code

Add your activation code in the Activation Codes tab. When
complete, you will see the code and expiry date in the Current Figure 1: Activation Code screen in
Activation Codes list. LogTag® Online

Which Activation Code Do | Need?

When using your HAXO-16BT to track logistics and transportation, you will need Shipment Units to
activate a paid account.

When using your HAXO-16BT to monitor a fixed asset such as a fridge or freezer, you will need an
annual, single sensor subscription.

Notification Units

Notification Units are used when alarms are sent by Voicecall, SMS, or WhatsApp.

Activation codes include 500 Notification Units per year. Additional Notification units can be added
at any time from your distributor.

The number of units consumed for each alert varies based on the notification method and, for SMS

MeSSAGES..J0RAL MessaIRgfales. Page 4

Download Mobile App

To use the HAXO-16BT logger, you will need the latest version of the dedicated LogTag® Link mobile
app. The app is available on both the Apple App Store and Google Play Store.

The LogTag® Link apps allows you to set alarm settings, view and download data, and generate reports.

. Scan or click to download
LogTag® Link

GETITON ;!E % ‘I Download on the
® Google Play g App Store

Google Play is a trademark of Google LLC.
Apple and the Apple logo are trademarks of Apple Inc., registered in the U.S. and other countries.

Case Features
o |

Logragm Humidity

Wireless Humidity o
& Temperatyre Recorder ¢

Figure 2: LogTag® Link app icon

‘[ LogTag’
www.logtag.com
ﬂ MoDEL: HAXO-16BT:

QR Code E
1 MAX RECORDER TEMP: 70°C/158°F,

E E. i Temperature
Scan QR code or visil gE EC €
—

Compliance https:/fit.help/bve59
Information FCC ID; FBRE2000 g/ @ C
N14898

Model Number
Display

1C: 1859A-E2000

IFT: 201901C00480 Compliance
| quntaqt LOGTAG NORTHAMERICA INC, 10 MILLPOND DRIVE, 3VDC Symbols
nformation NIT 10, LAFAYETTE, NEW JERSEY 07848, USA

ASSEMBLED IN VIETNAM DESIGNED IN NEW ZEALAND

Serial
Number Label

S/N;
VJ'NI]H“[WEIJWZMSE Er

(T,
Figure 4: HAXO-16BT rear label
Figure 3: HAXO-16BT case features

Buttons

The START/REVIEW/STOP button is used to start the device and review on screen data. It will
henceforth be referred to as the START button.

Sensors

The HAXO-16BT features two internal sensors that ensure precise accuracy and reliable monitoring:
1. Temperature: Measures temperature readings between -20 °C to +70 °C (-4 °F to +158 °F)
2. Humidity: Measures humidity readings between 0 %RH and 100 %RH

Battery Life

The non-replaceable battery in the HAXO-16BT is designed to power the device for up to 1 year of
typical use provided:

e The device was not stored for more than 3 years prior to activation
e The recording interval is not shorter than 15 minutes.

e The device is stored and operated according to LogTag® North America’s recommendations.
Page 5
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HAXO-16BT Display

Recording Status

Temperature Reading

RECO STOPP
Alarm/OK Indicator

°C
Battery Status m '- ‘amn” O

[oK ] STARTING MAXMIN AVG

°F
Temperature Units

Starting Indlcator

Min / Max / AVG Indicator

Figure 5: HAXO-16BT display with all segments turned on

The image above shows the display with all segments turned on.

Alarm/OK Indicator

The cross symbol is shown when the logger has
registered an alarm condition. The tick symbol
is shown when there are no active alarms.

Recording Status

RECe is shown when the logger is actively
recording data.

When STOPPED is shown, the logger has
finished recording or has been stopped using
the START button

Temperature Reading

The large numeric display shows the main
recorded value. During normal operation, this is
the most recent reading.

Temperature Units

The temperature unit area shows the selected
unit of measurement, such as °C or °F,
depending on the alarm settings.

AKRIBIS - www.akribis.info - contacto@akribis.info

MIN/MAX/AVG Indicator

MIN identifies the minimum temperature value
since the logger started recording.

MAX identifies the maximum temperature value
since the logger started recording.

AVG identifies the average temperature value
since the logger started recording.

Starting Indicator

STARTING is shown when the logger is in the
process of beginning recording.

Battery Status

The battery symbol shows the condition of
the battery. Both the cross and OK indicators

display in the on screen review when the
number indicates the battery level.
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Cloud Connectivity (Optional)

Linking your LogTag® Online account to the LogTag® Link app allows downloaded logger data and
reports to be uploaded to LogTag® Online. Uploaded data is securely stored and can be accessed
online.

With a paid LogTag® Online account, you can also configure notifications and automatic report
distribution after uploaded data is processed.

Connecting Your LogTag® Online Account

LogTag Link

Tap in the top right of the home screen to log in to your

LogTag® Online account Figure 6: Top of LogTag® Link Home screen

50
If your log in is assigned to more than one account, tap Q to select the account you want to
upload your data to. Your role in each account will be displayed.

Tap SIGN OUT to stop automatic uploads to exclusively save data and reports to your device locally.

Setup Remote Notifications

To receive notifications when uploaded data has triggered alarms, you need a LogTag® Online
account. Free accounts will be able to receive email notifications. Paid accounts can also receive
Voicecall, SMS, text, or WhatsApp notifications.

Log in to your account at www.logtagonline.com, then create either a Shipment or Location.

A Shipment is used when monitoring a package or cargo during transportation. All uploaded data
from the assigned logger is associated with that Shipment.

A Location is used when monitoring a fixed point, such as a refrigerator or freezer. Monitoring history
remains with the Location, allowing loggers to be replaced without losing historical records.

Create a Shipment Create a Location

1. Navigate to the O 1. Click the button from the home
Shipments menu by screen, and enter the serial number of your
clicking on the Shipment

HAXO-168BT.

icon located at the Shipments
bottom Of your SCreen  kgure 7:snipmentsicon 2. Navigate to the Locations menu by
in LogTag® Oniine tapping the Location icon located @
2. Click the button.

at the bottom of your screen .
Locations

3. Follow the on screen prompts to create

your shipment. 3. Click the button.

Figure 8: Locations
icon in LogTag® Online

4. Follow the on screen prompts to create your

4. At the Add Logger(s) to Shipment
gger(s) P location.

step, enter the serial number of your

HAXO-16BT.
5. Select your HAXO-16BT from the drop down list

under Logger Attached To Location to assign

Now anytime data is uploaded to LogTag®
y P J &9 uploaded data to your location.

Online, it will be assigned to this shipment.

LogTag®Link will now automatically attempt to upload downloaded data and reports to your
LogTag® Online account. Page 7



Assign Notification Recipients

1. Select your Shipment or Location, and open the settings tab
2. Click
3. Select the team member types who should receive notifications.

Email Scheduled Reports (Paid Accounts Only)

Locations with a paid account can also receive regular
reports by email.

1. Select your Location, then select the settings tab

2. Select at least a Primary Coordinator from the drop down
list of your team members

3. Choose which coordinator roles should receive reports

4. Select the frequency from the drop down list

Note: If you do not see the Locations Tab,
this means you have a Transit User profile
type. To change it, the profile owner will

need to click on their name, go to Manage

Hello LogTag ~

,EI, My Account

Team, select Team, then change the TEAM Event Log
PROFILE type to VFC User or General Support
User. Sign Out

If you cannot see the Shipments tab, this
means you have a VFC User profile type.

Figure 10: Account Menu

SEND LOGGER REPORT (PDF)

Primary Coordinator
["] secondary Coordinator(s)

[_] Emergency Coordinator(s)

m‘ VFC User

SEND LOGGER DATA (CSV) SEND REPORT(S) EVERY

Not Enabled ~

Not Enabled

Primary Coordinator

[] secondary Coordinator(s)

0 i Week
Emergency Coordinator(s,
oeney © 2 Weeks

Month

Figure 9: Regular report sending options
when editing a location in LogTag® Online

Logger Profiles

USW Signatures Areas

Editing Team
TEAM NAME

‘ Team LogTag

TEAM PROFILE

General User
VFC User

| l Transit User
Lo EURKMAL ]

‘ Standard (Global): DD/MM/YYYY 24hr time

SMART PROBE CALIBRATION CERTIFICATE VALIDITY PERIOD (IN MONTHS)

o Figure 11: Selecting correct team settings

The profile owner will need to click on their name, go to Manage Team, select Team, then change

the TEAM PROFILE type to Transit User or General User.

Adding Members to Your Team

To add team members to your account, click your name in the
top right corner, select Manage Team, then Team. Add the email
addresses of your team members to invite them to your account,
After your team member has accepted the invitation, they will be
visible in your account.

You can remove pending invitations by clicking Revoke Invite next to
the email address you do not want to access your team account.

AKRIBIS - www.akribis.info - contacto@akribis.info

Users Team Signatures Areas Logger Pro

Invite a user to your team

ROLE

‘ Select Team Role

EMAIL

‘ Enter a valid email address..

AREAS

Re-select area(s)

No area restriction applied. They will have access to the
same areas you have access to.

Pending Invites
Team@logtag.com~revoke invite

Figure 12: Inviting a user to your

LogTag® Online team
Page 8

Configuring Your Logger

Alarm settings are added to your HAXO-16BT using the LogTag® Link mobile app. Before the logger
can be started, a configuration profile must be selected. Profiles contain the alarm settings that are
loaded onto the logger. You can save multiple profiles for different monitoring requirements and
reuse them whenever you configure a HAXO-16BT.

LogTag® Link includes two default configuration profiles: Cold Room and Freezer. To review the
settings for either profile, tap Edit. You can use the profile as supplied, modify it to suit your
requirements, or create a new profile.

Configuration profiles are stored locally on your mobile device, making them available for future use
on that device.

Create a Configuration Profile

1. From the homepage of the LogTag®Link app, tap the [z
button and name your profile so it is easy to identify when
configuring your logger.

Create Configuration Profile

Enter Configuration Profile Name

Figure 13: Top of the Create a
Configuration Profile menu

2. Adjust your alarm settings as required and tap EIA\4=N .

Alarm Types
"

Create up to 4 temperature and/or humidity alarm thresholds. First
select your alarm type from the following options.

Please select the type of alarm
you would like to set up

Not Used A

Not Used

Not Used

No alarm thresholds.

Instant

Instant Cumulative

Consecutive

An alarm is triggered when one temperature and/or humidity reading is
above or below the defined threshold.

Cumulative

Figure 14: Alarm types menu

An alarm is triggered when the temperature and/or humidity readings

are above or below the threshold for the total time defined, but may not

. . Please select the type of alarm
necessarily be sequential.

you would like to set up

Consecutive ALARM IF = ABOVE

An alarm is triggered when temperature and/or humidity readings are

above or below the threshold for the time defined without interruption. | ° ¥ | @€~ [OR

Not Used

Consecutive ~¥ | FOR # Omins v

Then select your required temperature and humidity thresholds from

v

the options shown in Figure 15. : . ,
Figure 15: Alarm settings options

Note: When using Consecutive and Cumulative alarm types, the available time
options provided depend on the selected log interval. The drop-down list will only
show alarm durations that are compatible with that interval.

Page 9




Alarm Details

The settings shown in Figure 16 determine how this configuration profile

will operate when loaded onto a HAXO-16BT. Tap a setting to view the
available options, then select the value you require. Each setting, its
available options, and its function are described below.

Create Configuration Profile

4 0.0°C Instant Om Not Used ¥

Not Used ¥ Not Used v

Start Mode: On Configure

The estimated maximum run time for the selected settings is displayed
in red above the 3l button.

Start Mode: Choose how you want your HAXO-16BT to begin logging. On Configure
On Configure: Start recording when the alarm settings have

Start Delay: 0 minute(s) 0 v
been loaded to your logger o _
Push Button: Press and hold the START button on the Unifs: Gelsives Celsius v
HAXO-16BT to begin reCOFding- Airplane Mode: Disabled Disabled v
Start Delay: Choose how long your HAXO-16BT waits before it starts Alrplane Mode Delay: 0 mintefs) 0 v
logging after the selected start mode above has been activated. Log Tterval: 1 mifiute(s) 1 o
0: Start logging immediately _ o _
1 through 255: Set the logging start delay in minutes. The logger | High Speed Logging: Disabled Disabled
begins after the selected delay; the screen shows 199 for longer User Notes: Disabled Disabled o
delays, then counts down once 199 minutes or less remain.
Circular Buffer: Disabled Disabled v
Units: Choose the temperature unit used for the alarm recordings on Stop Monitoring Button: Disabled  Disabled v

your HAXO-16BT in Celsius or Fahrenheit

Max Run Time: 22 Days 15 Hours 59 Minutes

SAVE

Figure 16: Configuration menu options

Airplane Mode: Turns off the Bluetooth advertising for the HAXO-16BT
for air travel. The logger will need to be retrieved at the end of the trip
for data download when Airplane Mode is active.

Disabled: Airplane Mode is not used
Active: Airplane Mode is used

**Note: High Speed Logging

and Circular Buffer cannot be
enabled at the same time.

Airplane Mode Delay: Choose how long your
HAXO-16BT waits before Airplane Mode
becomes active after the logger has begun
recording. Your logger will display “air” when
Airplane Mode is active.

0: Activate Airplane Mode immediately
1 through 255: Delay Airplane Mode
activation by the selected number of
minutes. The logger starts recording
normally and displays temperature
readings until Airplane Mode activates.

High Speed Logging**: If the HAXO-16BT records
an environmental reading beyond an alarm
threshold, it will begin recording more frequently.

Disabled: High Speed Logging is not used
Active: High Speed Logging is used

User Notes: Add the ability to add notes to your
reports when the logger is configured.
Disabled: User Notes are not used
Enabled: User Notes are used

Log Interval*: Set how frequently your
HAXO-16BT takes environmental recordings.
1 through 60: Record a reading every
selected number of minute(s)

*Note: The selected Log Interval controls
available Consecutive and Cumulative

alarm times. If a warning appears, choose a
compatible time or update the alarm settings.
Page 10
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Circular Buffer**: Choose what happens when
the logger memory becomes full.

Disabled: The logger will stop recording.
The logger does not overwrite older
readings when memory is full
Enabled: The logger will continue logging
by overwriting the oldest readings when
memory is full

Configuration Profile Defaults

Default settings determine the values that will be used whenever a new configuration profile is
created. Updating these defaults can reduce setup time if you regularly use the same settings.
Individual configuration profiles can still be changed as required without affecting these defaults.

Stop Monitoring Button: Choose whether the
START button can be used to stop recording.
Disabled: Holding the START button while
the logger is recording will do nothing
Enabled: Press and hold the START button
on the HAXO-16BT to stop recording

**Note: High Speed Logging and Circular

Buffer cannot be enabled at the same time.

From the Home screen, tap E in the top right corner, then Settings to open the Default Settings
menu.

The options below are edited in the same way as the alarm details. Additional default options are
also available and are described below.

Default Settings

Cloud Upload: Choose if LogTag® Link is to
attempt to automatically upload logger data
and reports to your LogTag® Online account
when data is downloaded.

Disabled: Cloud Upload is not used
Enabled: Cloud Upload is used

Vibrate On Connect: Choose whether your
mobile device will vibrate when it connects
to a logger while sending alarm settings, or
downloading data.

Disabled: Your mobile device will not
vibrate when connected

Enabled: Your mobile device vibrates
when connected

Read Range: Choose the wireless read
range when searching for nearby loggers.
This is helpful when there are many loggers
within range so you can see the loggers
closest to your mobile device. Read range
can also be affected by containers that the
HAXO-16BT is placed in.

Long (-100 RSSI): Use the longest read
range

Mid (-75 RSSI): Use a medium read
range

Short (-50 RSSI): Use the shortest read
range

Display Units: Choose the temperature unit used
for the alarm recordings on your mobile app in
Celsius or Fahrenheit

Firmware Notifications: Choose whether your
mobile device can receive in app notifications
when a firmware update is available.

Disabled: Firmware Notifications are not
shown
Enabled: Firmware Notifications are shown

Date Time Display Option: Choose how dates and
times are shown in the app.
UTC: Show dates and times in Coordinated
Universal Time
Local: Match the date time from the mobile
device running the app

Graph Simpilification: Use the scroll bar to
determine how much the graph is simplified when
displayed in the application. This must be chosen
before your data is downloaded to take effect.

Support

Support Contact Information: Opens support
form and contact information.

Send Debug Information: Generates a CSV debug
log report to share with support@logtag.com

Page 11



Load Configuration Profile

Load Alarm Settings Cold Room Loading Configuration Settings to an Existing Group
§1: A 8.0°C Instant
. . § 2: ¥ 2.0°C Instant Once you have created a group, you can reuse it to quickly load the
Use the LogTag® Link app to load alarm settings onto your HAXO-16BT  &'3. et used m same configuration profile onto all loggers in the group.

using a configuration profile. The logger cannot be started until a © 4: Not Used lcgs .
configuration profile has been loaded. —— 1. Follow steps 1 through to 3 for configuring a single logger. Z11AG00D00GH
" " . @ 1: 4> -1.0°C Instant . .
Slngle Logger Conflguratlon © 2 NotUsed & LOAD 2. Tap E] to turn on batch mode..The icon will change to to
82 xz: 3:3 confirm that batch mode is active.
. . . . . ) ) ) Fridge 2 ©3)

B rTurr]rrl.(;n EloueTt;)o’([@hLarr]]S Location on your mobile device that is Figure 17: Select Configuration Profile 3. Tap to open group lists. You will see a list of your previously ’ ®

unning Log lag™ Link. created groups with the group name, and the number of loggers in Frdge @ ®

Load Configuration Profile the group

2. If your logger’s screen is blank, press and hold the START button
Figure 22: Group lists. The i icon has

on the logger until APP displays on the screen. If your logger has Note: Tap the @ icon to see the names/serial numbers of the  peen pressed for Fridge 3 group. Logger
STOPPED on the screen, you can Sklp this step. Office Z11A900000GH 27.4°C -44dB |Ogger8 included in your group. names are displayed above the list

3. In LogTag® Link, tap (eelMFle{lz{Hs]AV[eiT and tap ERME.UE for

the alarm settings you want to apply to your logger.

4. Tap the group name you want to load the alarm settings to. All loggers in range will receive the
selected alarm settings.

FEA90478B6C9 271.9°C -82dB

4. Nearby loggers will appear in a list. Select the serial number Active Logger Warning
of your logger in the list. The Loading Configuration screen will _ - Logger Active.
. ; Figure 18: Load Configuration screen, logger :
dlsplay with a progress bar. with green background indicating the START Tlhe Igggher you ar$ trying to cor}flngure
button has been pressed If you try to load alarm settings to a logger group that includes a logger i A L
) - - - - that is currently recording, you will see this warning. Download your configuring a configuration profile.
Note: Pressing the START button on your logger on the Load Configuration page will data from the logger. stop the logger. then you will be able to apply new N

highlight the logger in green as per Figure 18. alarm settings o your HAXO-16BT.

Figure 23: Active logger warning

o
Note: You can tap M from the bottom menu to start Click-
Connect mode. When active, pressing the START button
on your HAXO-16BT will begin loading the alarm settings to
your logger.

0 & o Scanner Options

Figure 19: Load Profile options

Restarts the scan if your HAXO-16BT is not shown in the list. Ensure Bluetooth and Location
services are enabled.

Configure Multiple Loggers

1. Follow steps 1 through to 3 for configuring a single logger. RSSI
ﬁ] Fi . o Displays the signal strength between LogTag® Link and the listed HAXO-16BT loggers. Loggers with
. . . gure 20: Load Profile options with batch } . . . . . . .

2. Nearby Iog_gers will appear in a |IS’[: Tap to start bat_ch que. mode active a low RSSI can be hidden by adjusting the Read Range setting in your configuration profile.

The icon will change to [} to confirm that batch mode is active.
3. Tap all the loggers you want to configure with the selected profile. ——

Each selected logger will turn blue like in Figure 21. i Name Your Logger O ———
4. Tap to load your alarm settings to your selected loggers [ZHAQOOOOOGH }

. = To give your logger a name to make it easy to identify, from the Load

Note: Tap instead of in step 4 to create a new group Configuration Profile screen, touch and hold the serial number of the
with your selected loggers. Name your group. logger you want to rename. After a second, the rename screen in Figure CANCEL

24 will appear. Replace the serial number with the name you require.

Groups save time by letting you quickly select the same 0‘”“5 e Figure 24: FRename logger screen
loggers when loading alarm settings or downloading data, —

instead of selecting each logger every time. Selected Figure 21: Loggers highlighted blue

loggers will have a blue background as shown in Figure 21. with batch mode active

IBIS - www.akribis.info - contacto@akribis.info Page 12 Page 13



Edit a Configuration Profile

Editing
Cold Room
ﬂ]fk > 8.0°C Instant
To make changes to saved alarm settings, tap from the home @éz;_t;-‘l’];ce('j"“a“‘
screen. You will be shown your list of saved configuration profiles. There @4 ot used

is an overview of the temperature and humidity alarm settings for each

profile. Freezer
& 1: 4 -1.0°C Instant

Tap the profile you want to edit, and you will see the settings options g; o

as per pages 10 and 11. Make your amendments, then tap the © 4 Not Used
button.

Figure 25: Edit Configuration screen

Discard Changes

Unsaved Configuration Profile
Changes

If you make changes to the settings but do not want to save, tap the
back arrow [} You will see the warning in Figure 26 and provided the
option to save or discard your changes.

You have unsaved changes to this
Configuration Profile. Save before
leaving?

DISCARD SAVE

Figure 26: Unsaved changes warning

Deleting a Profile

Delete Configuration Profile?

This will permanently delete the
Configuration Profile: Room temp

You can also delete profiles that are no longer needed. Touch and hold
the profile you want to delete. You will see the warning in Figure 27.

DELETE  CANCEL

Figure 27: Delete configuration profile
warning

IMPORTANT: Deleting a profile is permanent and cannot be undone.

AKRIBIS - www.akribis.info - contacto@akribis.info
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Edit Configuration Profile

Starting Your HAXO-16BT
On Configure

The default Start Mode in LogTag® Link is On Configure, which starts the logger as soon as the
alarm settings have been loaded to the logger. You will see the first temperature recording display
on your HAXO-16BT to confirm that has started recording.

Push Button

You can change the Start Mode to Push Button, when creating your Configuration Profile.

In this case, your logger will display rdy. If your logger does not display rdy, you need to apply alarm
settings to your logger first. See_Load Alarm Settings for further instructions on applying this setting.

1. Press and hold the START button. You will see STARTING appear as per Figure 29. Continue to
hold the START button until rdy disappears.

2. Release the START button when rdy has disappeared. Your logger will then indicate that it is
recording with the RECe indicator, and by displaying the first temperature reading.

rdy _rdy 0 7M.

Figure 28: Configured logger Figure 29: Configured logger Figure 30: Configured logger Figure 31: Logger has started
screen waiting for user to start screen, user has pressed the screen, user continues to hold the  recording
logging START button START button

With a Delay

You can add a delay to both the On Configure and Push Button start options. This will add a timed

delay in minutes after your selected start method has been activated. See Load Alarm Settings for
further instructions on applying this setting.

Once the start method has been triggered as per the On Configure and

Push Button sections above, the logger will then show the screen in Figure L,
32, indicating that the start method was activated, and the number will show [EbgrarrinG

the minutes remaining for the delay. When the countdown reaches 0, the
logger will start recording and display the first temperature recording.

Figure 32: Logger has a
4-minute start delay

Page 15



During Recording
View Data on the HAXO-16BT Display

You can review the key statistics on the HAXO-16BT screen by pressing the START button. The latest
temperature recording and the alarm status will be displayed on a recording logger by default. Each
press of the START button will display the next screen in the sequence.

XS o L
- E"".ﬂ’c = E'-Q% \I

Figure 34: HAXO-16BT display
Figure 33: Default HAXO-16BT showing minimum recorded
display while recording, indicating an temperature

RECe
alarm has been triggered S 1
RECe ® oc
[P MAX
[:XJ’ Figure 35: HAXO-16BT display
\ ~ oc showing maximum recorded

temperature and an alarm

Figure 37: HAXO-16BT display Ave

showing the battery level Figure 36: HAXO-16BT display
showing the average recorded
temperature

Note: If only the default screen is displaying an alarm, but none of the subsequent
review displays alarms, this means a humidity alarm has triggered. View your data
using LogTag® Link to see humidity recordings.

Add an Inspection Mark

Pressing the START button on your HAXO-16BT while it is recording will add an inspection mark to
the next stored record. The inspection mark will be visible in your recorded data and in your charts
and reports.

View the Latest Recording in LogTag® Link

Fixed asset mode in LogTag® Link makes monitoring fridge and freezer rooms easy. You can see at
a glance the latest recording from each logger in range.

View Data From a Single Logger
1. Open LogTag® Link on your mobile device and tap FIXED ASSET under DATA.
Nearby loggers will appear in a list. Any device with an alarm will display with a red background.

Currently recording loggers will have an ACTIVE status, while stopped loggers will have an OFF
status

2. To download your data from any of the listed loggers, tap on the logger serial number or name to

open single asset view. The most recent temperature and humidity recording will display with the
DOWNLOAD NOW pgtkt_cg_n_.fTap (pJol1)\\|MeV.\o B\[0)\'A t0 download your data and report.

Page 16

(™)
Note: You can tap M from the bottom menu to start Click-
Connect mode. When active, pressing the START button
on your HAXO-16BT will show that logger in single asset
view as per Figure 38

View Data From Multiple Loggers

Groups help you view only the loggers that are important to you.
You could create a group for each room you are monitoring to
make finding the loggers you need easy.

Open LogTag® Link on your mobile device and tap FIXED
ASSET under DATA.

1. Nearby loggers will appear in a list. Tap E] to start batch
mode. The icon will change to [[lil] to confirm that batch
mode is active.

Z11A900000GH

25.6°C

43.0

2026-02-24720:27:432

DOWNLOAD NOW

Figure 38: Single Asset view screen

FIXED ASSET

2. Tap all the loggers you want to add to your view. Each
selected logger will have a blue background.

3. Tap n to view the latest recordings from your selected
loggers

4. If you have already made a group, tap to open group

lists. You will see a list of your previously created groups with
the group name, and the number of loggers in the group.
Tap the @ icon to see the names of the loggers included in
your group. Tap the group name you want to view in group
view.

Note: Tap instead of n in step 3 to create a new
group with your selected loggers. Name your group.

Groups save time by letting you quickly select the
same loggers to view in Fixed Asset mode, instead of
selecting each logger every time.

Warehouse TE10000M3CM  ACTIVE 26.9°C
Office Z11A900000GH ACTIVE 27.3°C
(™)
D & <
Figure 39: Fixed Asset screen with batch mode
turned on

Fixed Assets

DOTA001013TT 21.2°¢
2026-06-15T15:40:21+12:00 52.4
002345TA0A 4C
2026-06-15T15:40:42+12:00 64.2

Figure 40: Fixed asset group view

Note: If you do not see the logger you need, tap to restart your scanner. Ensure

Bluetooth and Location settings are turned on.

Page 17



Stopping the HAXO-16BT Downloading Your Data

You can configure your logger to stop after data has been downloaded, or Download Data From a Si ngle Logger
when the START button is pressed on the logger. 1. Turn on Bluetooth and Location on your mobile device that is running
LogTag® Link. CONNECTED TO DEVICE
After Data Download TR
. . o 2. Tap Irlal[\IXe):\o M in the LogTag® Link app, a list of nearby loggers will
When data is downloaded to the LogTag® Link app, the et zne
button will be visible at the bottom of the report like in Figure 41. ppear Got Status

. . 3
To stop your logger from recording, tap this button. Your logger screen ( ‘

will confirm that it has StOPpe,d logging by displaying STOPPED and the Figure 41: Bottom of logger report in 4. You will then see the download screen, followed by a progress bar for the Collecting Excursion Data...
battery symbol as shown in Figure 45. LogTag® Link, with Stop Monitoring data upload to LogTag® Online. When you see the success message the data C

button visible

USi ng the STA RT Button and report are now available in your LogTag® Online account. e 47 Lo L

downloading data from a

Note: For cloud connected devices, if you are offline or do not have  single logger

: ti
. Tap on the logger serial number or name that you want to download. Collecting Data

To stop the logger using the START button, you must first enable the

User Notes: Enabled Enabled =

ST Button option in your alarm settings when you create _ a stable internet connection when downloading data, the cloud e
your configuration profile. Go to Create Configuration Profile tor further Cirtlar Buffr: Enatled fabled ¥ upload failed icon — will appear in the top right of the report R [ b R
instructions. Stop Monitoring Button; Enabled  Enabled v page. To retry the upload, open the History tab when you are online S S L

Max Run Time: 22 Days 15 Hours 59 Minutes again, then open the saved data to retry the upload. registered with LogTag Online.
With this setting enabled, press and hold the START button on your it i
HAXO-16BT |Ogger_ 'I:ime‘butwill only retain data from that amount of . ] ] o

— Note: You can tap Ml from the bottom menu to start Click-Connect  Figure 48 ogTag® Link

. . pload

STOPPED will appear at the top of the logger screen. Continue to hold mode. When active, pressing the START button on your HAXO-16BT  warning
until RECe disappears. Your logger is no longer recording when the Figure 42: Bottom of Configuration will trigger the app to download data from that device.
display matches Figure 45. Profile setting options, Stop

Monitoring setting is Enabled

Download Data From Multiple Loggers

Jm-m / iy "ee 1. Follow steps 1 and 2 in the Download Data from a Single Logger DOWNLOAD
instructions above.
3 oG
ok p . .

. . . 0012451A05 OFF 21.6°C1 5442
[P 2. Tap E] to start batch mode. The icon will change to to confirm that

Figure 43: HAXO-16BT display Figure 44: HAXO-168BT display Figure 45: HAXO-16BT display batch mode is active.
with STOPPED visible while user while the user is pressing after the START button has FEA90478B6C9 added to Batch. Total: 2
is holding the START button t;}:aST;ZI;K;I'eSutton, REC- been released and has stopped
o recording 3. Select all the loggers you want to download data from. Selected loggers will ® (1)
get a blue background. Tap to start the data download. -
Airplane Mode A
Figure 49: Download Data screen
_ Note: If you have already made a group, tap to open group with batch mode active
To turn off Airplane Mode so you can download your data: lists. You will see a list of your previously created groups with the A ——
o roup name, and the number of loggers in the group. Tap the Download?
d loaded | f
H N N To sto lownloadea loggers from
1. Locate the logger. The screen will display Air like in Figure 46. R icon to see the names of the loggers included in your group. Tap rontong horee DONNLOAD AN
2. Press and hold the START button on your logger until Air disappears. I'n the group name to start downloading data from all the loggers in SO
that group within range.

3. Release the START button, you will then see a temperature reading.

i Sl When downloading your data from a group, you will see the warning
Your HAXO-16BT is now out of Airplane Mode and ready to download your data as Mode active in Figure 50 where you will have the option to stop all loggers in the DOWNLOAD AND STOP MONITORING
per the instructions in Downloading Your Data section on the next page. group monitoring after the data has been downloaded, or download  Figure50: Siop Monroring
the data and keep the loggers recording. warning

AKRIBIS - www.akribis.info - contacto@akribis.info Page 18 Page 19



Note: If you do not see the logger you need, tap to
restart your scanner. Ensure Bluetooth and Location
settings are turned on.

DOWNLOAD

C345F2C19BF6 OFF 24.4°C

Note: You can easily identify the logger you want by
pressing the START button on the logger. The logger
background will turn green like in Figure 51.

Figure 51: Download screen, logger with
green background indicating the START
button has been pressed

Viewing Data and Reports on Your Mobile
History

The History screen shows all of the reports downloaded to your mobile
device. These reports contain key statistics from the recorded data, alarm
settings, and a plotted graph.

History

C345F2C19BF6

DOTA00101430: C6 5A 61 7B EA B8

Z11A900000GH: D8 85 OE 49 91 7

Figure 52: History screen with number of
reports highlighted with a red box

If you have downloaded data from the same logger more than once, the
reports will be grouped together as per Figure 52. The bracketed number
shows the number of reports downloaded.

Tapping a logger name with a single report will open the report.
Tapping a logger name with more than one report will open the list of
reports as per Figure 53. Tap the report you want to view.

Start Date: 2026-04-07T09:03:42+12:00

Start Date: 2026-04-07T12:34:57+12:00

Cloud Upload Status

When viewing your report, the cloud upload status will be shown in the
top right corner.

Figure 53: History screen with multiple
reports

LoggerDetails

Max Humidity: 81.8%

Min Humidity: 36.7%
CONFIGURATION PROFILE ALARM SETTINGS

§ 1: A 27°C CUMULATIVE for 12 mins 100.0 )
© Not Used
€ Not Used
© Not Used

FLAGGED ALARMS

§ 1: A 27°C CUMULATIVE for 12 mins 100.0 ()
TRIGGERED: {§} 2025-12-18T13:16:04+13:00 (1)

- Indicates a failed upload attempt to LogTag® Online. Reopening a
report that failed to upload will trigger another upload attempt.

- Indicates a successful upload to LogTag® Online.

Readings:
Press for enhanced graph.

Sharing Reports

@ Temperature @ Humidity @ Temp Alarm 1
@ HumAlarm 1 @ Inspection

At the bottom of your report there are the following buttons.

The share button allows you to send your reports through any
app on your mobile device. Tap the button and you will be given the
option to generate a CSV report or PDF report.

Temperature
N N
2 = aQ 2

S S

<3

<

—]
IS @
S )
® *

Humidity

14°C 0%
12/18 12/24 12/31 01/06 01/12 01/21

Page 20

Tap on your preferred report type. You will then see the available apps
basggen Whakls.loaded QRmyeKr mobile device.

Figure 54: Bottom of logger report
screen

Graph points can be selected.

@ Temperature @@ Temp Alarm 1 @8 Temp Alarm 2

@ Temp Alarm 3 @ Temp Alarm 4

¢
Reconnects to the logger if it is within range, and downloads the s

latest data.

6

Graph Reports

N
<
o

When viewing a report in the LogTag® Link app, tap the graph to view it
in more detail. You will see the enlarged report as per Figure 55.

Temperature
)
o

Temperature: 24.2°C

Touch the screen to view individual data points on the graph.

5°C

Pinch your screen to zoom in and out of the graph.

o'c

“MN\WW\J\@/\W

Time: 2026-03-12T14:46:16+13:00

02/26 03/01 03/05 03/08 03/12 03/15 03/21

PDF Reports

When you download a PDF report from LogTag® Link, it will look like the
below.

1. Serial number of the logger.

Figure 55: Report graph scre

2. Alarm status. This shows at a glance if the HAXO-16BT recorded alarm conditions (showing a
red ®) or if no alarms were recorded (showing a green @).

en

3. Logger information shows details about o 24
D01A00360200 LogTa
the recorder used. ® g
e Serial Number: D01A00360200 BATTERY LEVEL: 100
4. Key configuration details, such as the e o PR
date the alarms were sent to the logger, CONFIGURATION
When the |Ogger Stopped and Started CONFIGURED DATE: 2026-06-16T15:24:49+12:00 MODE: RECORDING
. . START DATE: 202606 16T15:28:40+12:00  START DELAY: 2 Minutes
record”jg, and record|ng mode Used. DOWNLOADED DATE: 2026-06-17T09:09:52+12:00 LOCATION: 00
RUN TIME: 17 Hours 41 Minutes NOTES:
o ) RECORDED DATA
5. Key statistics over the recorded period. @ [ colains P EXCURSION TRIGGERED
MINIMUM TEMPERATURE: 154°C MINIMUM HUMIDITY: 46.5%
) ) MAXIMUM TEMPERATURE: 236°C MAXIMUM HUMIDITY: 55.0%
6_ The a|arm SettlﬂgS app“ed 10 the |Oggel’. MEAN KINETIC TEMPERATURE: 189°C LOG INTERVAL: 1 Minutes
ALARMS 0 TRIGGERED TIME
. . ALARM 1: ABOVE -1.1° Celsius OR 80.0% Humidity 2026-06-16T15:28:49+12:00 (1)
7. If an alarm was trlggel’ed dU”ng the ALARM 2: BELOW -13.3" Celsius N/A
recorded period, the date and time s o Nn

triggered will be provided. The number
of times the alarm was triggered will be
shown in brackets. If the alarm was not

o BB Temperature B Humidity @@ Temp Alarm 1
B Hum Alarm 1 @@ Temp Alarm 2 @@ Hum Alarm 2

triggered, N/A will be shown. ezm \/ o
15°C 60%
8. The key for the graphed data.
E &
. g scC 40% g
9. The data plotted in a graph. E =
. 4°C 20%
The graph will also be followed by a table of
all the recoded data points. P 0%
06/16 0se/16 D&e/16 06/16 oe/17 06/17
Graph Points Simplified by 100% 2026-06-16T15:28:49+12:00 - 2026-06-17T09:08:49+12:00
Figure 56: PDF report from completed recording Page 21



Viewing Data on LogTag® Online Chart
AcceSSing Sh i pment Data The Chart tab provides an interactive graph for the logger(s) attached to a shipment.

Log in to your LogTag® Online account at www.logtagonline.com. 1. The shipment name is displayed as the chart title.

Select the shipment you want to view from the list under the Shipment map. If you cannot see the 2. Click the “From” and “To” boxes to choose a start and end date to filter data within a specific
shipment you want to view, you can use the filter or search bar to find it. range.

The Shipment Info window provides key details about your shipment. 3. Export multi-logger shipments as a zipped CSV file or download individual CSV files based on
the selected date and time.

1. The shipment overview includes start date, estimated delivery, origin and destination locations.
2. The “Complete Shipment” button allows users to mark a shipment as delivered. If no logger
data has been uploaded, the status will be marked as Missing.

4. Switch between temperature and humidity thresholds.

5. Displays temperature in Celsius or Fahrenheit, based on your account preferences.

Note: Once a shipment has been marked as Complete, data will no longer be added to your
shipment, and you can no longer make changes to your shipment.

3. Users can add comments to the shipment by entering text in the comment box and clicking
“Save” or “Cancel” buttons that appear when users start typing. Comments can be edited or
deleted using the pencil or trash can icon next to saved comments.

Shipment Info | (#i=;& Report Map Settings @

4. If no alarm event occurred during the shipment, a tick symbol will be displayed. If an alarm was Workd Heath - LogTag Intemational T
trlggered, a CrOSS Symb0| Wl” be dISp|ayed From;| May-07-2026 09:15 E‘ To[ Jun-20-2026 13:37 E‘ w
5. The logger’s serial number is listed. If multiple loggers are attached to the shipment, each will be Serial Number()
displayed in their own line in the table. oo (4) I
0 readings | Zoom to shipment dates

6. A description can be added to each logger in the table. Users can edit or delete their own
comments by selecting the arrow in the action column and clicking “edit”.

(®) Temperature Thresholds (*) Humidity Thresholds

7. Users can change the order of loggers in the table by selecting the arrow in the action column = ' '
and clicking “edit”. The Up, Out, and Bottom options will appear. Click "Update” to save your “ '
changes. . -

8. The logger model corresponding to the serial number is displayed. (5] .

9. The current shipment status of the attached logger is shown. 2

10.The battery level when data was last uploaded to LogTag® Online. AN o1 §

11.The last transmitted column outlines when LogTag® Link last transmitted data to LogTag® Online ; - i
for your HAXO-16BT. g7 = 2

12.The Action column allows you to: B
e Edit the description and location. ” s
e Mark the shipment as Pending, In Transit, Completed, or Missing. & - - s
e Remove: This will remove the logger from your shipment. AMBS2  UmOSE  AmOTES  Am@B2  AmS26  Ami0Z6  Jen  AnI26  AmiaZ6  Weiez  Gmis2 A6 mar2s  amiszs  hmiszs

I Shipment Info e e ) X Figure 58: LogTag® Online shipment Chart Time/Date

Inspection

World Heath - LogTag International

o IN TRANSIT
Duration: 1 Month, 13 Days, 4 Hours, 22 Minutes, 21 Seconds
Start Date:May-07-2026
Est Delvery: 1202076 s ,u
Origin:World Heath 13:57 Feb 122026
Destination:LogTag International e
2 Add a commen t ‘

COMPLETE SHIPMENT

Alarms OSerial# 6 Description e Location 0 Model 0 Status e Baﬂerystaius@ LaslTransmiﬂedm Action @

v 0 D01A00101430 HAXO-168T In Transit oK 10:10 Jun-17-2026 ®

Aﬂ@éfge 57: 10 Taglnf%)nline shig&&( Ellnf 0wmdow with HAXO-16BT logger data
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Report (Logger Data)

The Logger Data tab displays all recorded readings, along with recorded events and other key
details in a table format based on the selected date and time range.

1. Select the “From” and “To” date and time using the calendar date selector to filter
readings taken within a specific range.

2. Click the Export button to generate a PDF file of the logger data list for the selected date

and time range.

3. Events show a record of critical actions, alarms, or system changes during recording
such as,

Shipment Info  Chart

Shipment Summary (PDF)

Logger Data

Inspection Mark
Readings Not Displayed
Alarm Acknowledged
Lower Alert

Above Alert

and other events

[0 Map  Settings @

‘ Data List
o 2]

From:| May-07-2026 09:15 ] | Toi Jun-20-2026 13:37 B ] m
Index Serial Number Date t

1 DO01A00701430 Jun-06-2026
2 DO1A00101430 Jun-06-2026
3 DO1A00101430 Jun-06-2026
4 DO1A00101430 Jun-06-2026
5 DO01A00T01430 Jun-06-2026
6 DO1A00101430 Jun-06-2026
7 D01A00T01430 Jun-06-2026
8 DO1A00T01430 Jun-06-2026
9 DO01A00701430 Jun-06-2026
10 DO1A00T01430 Jun-06-2026
n D01A00101430 Jun-06-2026
12 DO1A00101430 Jun-06-2026
13 D01A00101430 Jun-06-2026
14 DO1A00101430 Jun-06-2026
15 D01A00101430 Jun-06-2026
16 DO1A00T01430 Jun-06-2026
17 D01A00101430 Jun-06-2026

] 1-2345678910 e

CLOSE

>

¥

Time

04:14:06

04:15:06

04:16:06

04:17:06

04:18:06

04:19:06

04:20:06

04:21:06

04:22:06

04:23:06

04:24:06

04:25:06

04:26:06

04:27:06

04:28:06

04:29:06

04:30:06

Humidity %RH

Events

Inspection Mark

X

All Date Time values are in (UTC+12:00)

1-17 of 16254 items

Figure 59: LogTag® Online Logger Data report
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Report (Shipment Summary)

The Shipment Summary provides a statistics summary of environmental data for the selected date
and time range. You can preview or download the report as a PDF.

If the shipment contains multiple loggers, the report will display temperature statistics for each

logger with recorded data.

1. Select the “From” and “To” date and time using the calendar selector icon to filter charted data
within a specific range (this will only affect the date range for the generated graph)

2. Download the following logger report as a PDF, which includes a statistics summary and an

image of the chart.

3. Preview the PDF logger report, including the charted data. If multiple loggers are in the shipment,

all their data will appear in the report.

Shipmentinfo  Chart | G088 Map Settings @
Shipment Summary (PDF)
Generate Logger Report

Logger Data

Jun-06-2026 09:15 B | Toy

Jun-20-2026 13:37

o From;

|

Generate a PDF Logger Report for the current selected date range. The report provides & trip-format statistics summary of the temperature data for the date range.

- Sy

ReportiD: B40

LogTag

Report date range from 09:15 Jun-06-2026 to 13:37 Jun-20-2026

Note: All Date-Time values are in (UTC+12:00)

e Alarm Shipment Information
Shipment Name: Werd Heath - LogTag Intemational

x State: In Transit

Ongin: World Heath

Desti LogTag

Shipment Started: 05/07/2026 09:15:23

Estimated Delivery: 06/20/2026 13:37-44

HAXO-16BT - OK - In Transit

First Reading 041406 Jun-06-2026
LastReadng: 11:07:06 Jun-17-2026
First Evaluated: 04:14.08 Jun-08-2026
LastEvaluated: 11:07:06 Jun-17-2026
Elapsed Time: 11 Days 8 Hours 54 Minuis

Awerage reading: 18.9°C

Serial # DO1400101430 Temperature Statisics Humidity Statisics
Descripton: Lowest 13.3°C Lowest 37.9%RH
Modd HAXO-188T @ 071306 Jun-11-2028 2 1316:08 Jun-09-2026
Locaton: Highest 24.2°C Highest 74.6%RH
Interval: 1Minute @ 11:35:06 Jun-15-2026 @ 12:37:08 Jun-08-2026

Standard Devisbon: 2.6°C(S)
MET{AH 83.144): 19.3°C

Averagereading 56 T%RH
Standard Devation: 5.8%RH(S)

Total readings: 16254
|
|
=
n
se
»
o e
2w g
i "
£ 7
i . ]
e
e
"
™ mm  mw  sem  mm  mm = = ww =

ARCID ARDS AV RS AN

Figure 60: LogTag® Online Shipment summary report
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Accessing Continuous Monitoring Data

To access data of your fridge or freezer, go to the Locations Tab, click
Inspect on the location you want to view.

@ A

Vaccine Fridge
Location Status - Monitoring (Last 24 hours)

1. The Day Summary displays a calendar with daily minimum and maximum

Val ueS . Last reading: 18:22 May-03-2026
15.6°C

-
ACKNOWLEDGE INSPECT 2:&:“

Figure 61: Location tile in
LogTag® Online with data uploaded

3. The MIN/MAX shows the minimum and maximum temperature recorded on
each day.

2. The day is marked with a red outline when an alert has been triggered on
that day.

4. View key information about the date selected in the calendar. The selected date is indicated with
a red background

5. Adjust the date range to review data on a specific date.

IDaySummary Records Chart Reports  Settings

June 2026 E| ¢« 2
Sun Mon Tue Wed Thu Fri Sat
31 1 2 3 4 5 6 Wednesday, June 17, 2026
21.1°Cmax
22.1°C AM
17.3°Cun @ 10:08 o feang
7 8 9 10 n 12 13 Min:15.3°C Max:22.1°C
22.6°Cuex 22.3°Cuax 23.6°C max 23.6°Counx 23.7°Cux 20.7°Cux 23.4°Cuax
15.8°Cum 16.2°Cun 17.9°Cumn 14.1°Cum 13.3°Cun 15.9°Cum 15.2°Cuin
14 16 17 18 19 20
24.1°Cuax 30.0°Cuax 21.9°C max 22.1°Cuax
14.4°Cun 21.1°Cum o 17.3°Cumn 15.3°Cum
21 22 23 24 25 26 27
28 29 30 1 2 3 4

CLOSE

Figure 62: Day summary tab calendar view
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Records

The Records tab shows a list of any unacceptable storage events, such as readings that are outside
alarm limits. You can add details to the incident in troubleshooting report.

1. Click on Create Report to add details about the incident. This helps create a record of steps
taken in your account, ensuring all the relevant information is easy to access at audit time.

Day Summary | ;Geej:Hl| Chart Reports Settings @ X

All Date Time values are in (UTC+12:00)
Troubleshooting Records are used to document any unacceptable storage events, such as exposure of products to temperatures that are outside the manufacturers’ recommended storage ranges

Date & Time of Event Completed by Date & Time of Report Action

10:19 Mar-22-2026 Create Report
10:20 Mar-20-2026 o Create Report
10:32 Mar-15-2026 Create Report
14:49 Mar-13-2026 Create Report

CLOSE

Figure 63: Location Record tab

2. Complete the relevant boxes of the incident report.
3. Select the coordinator type that needs to be sent a copy of this report.

4. When all fields are completed, the submit button will turn green. Click submit. A copy of the
report will be emailed to key personnel.

5. You can also save your changes if you need to edit the report as the investigation is carried out to
save your progress until you are ready to submit the report.

6. Select Back to return to the records tab without saving your changes

m GGG Chart  Reports  Settings @ b

Storage Troubleshooting Record All Date-Time values are in (UTC+12:00)

Report Completed By: LogTag Online Date: Jun-17-2026

Date & Time of Event:

Mar-22-2026  10:19

Storage Unit Temperature (At the time of discovery)

Discovered:30.0°C = Min:20.7°C = Max:30.6°C

Room Temperature (At the time of discovery)

(2]

Description of Event(if multiple, related events occurred, list each date, time and length of time out of storage)

Action Taken h ly, this it ion is eritical to de

ing whether the product might still be viable)

Results (What happened to the product? Was it able to be used? If not, was it returned to the distributor?)

2
Email a copy of the report on SUBMIT to:

(CPrimary Coordinator Secondary Coordinator Emergency Contacts o e o
(3] seck | savecranes [l susmiT

Figure 64: Create report window
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Chart Reports (Logger Data)

The Chart tab provides an interactive graph for the logger(s) attached to a location.

details in a table format based on the selected date and time range.

1. The location name is displayed as the chart title.

2. Click the “From” and “To” boxes to choose a start and end date to filter data within a specific 1
range. readings taken within a specific range.
3. Export your chart data as a zipped CSV file, or download individual CSV files based on the 5

selected date and time. and time range.

4. Switch between temperature and humidity thresholds. 3

. . . . such as,
5. Displays temperature in Celsius or Fahrenheit, based on your account preferences. .u Inspection Mark
Alarm Acknowledged
Lower Alert
Above Alert
and other events

Day Summary Records | *i:i | Reports Settings @ X

All Date-Time values are in (UTC+12:00)

Vaccine Fridge
o Day Summary Records Chart BLEWCM Setings @
From Jun-01-2026 00:00 G| To| Jun30202623:59 B m e
Logger Report

1Day| 1 Week | 1 Month | 1 Year
Logger Data |

Data List

Readings Not Displayed

2 (2)
75
24 From{ Jun-01-2026 00:00 B Toy Jun-30-2026 23:59 EI 20
2 m Index Date t Time
= 1 Jun-06-2026 031442
65
e 21 2 Jun-06-2026 03:15:42
20 60 3 Jun-06-2026 03:16:42
o 4 Jun-06-2026 03117:42
L 5% 19 T
2 55 § 5 Jun-06-2026 03n18:42
& 18 &
@ = 6 Jun-06-2026 03:119:42
g ®
E 17 0
.E 7 Jun-06-2026 03:20:42
16 8 Jun-06-2026 03:21:42
45
15 9 Jun-06-2026 03:22:42
14 40 10 Jun-06-2026 03:23:42
13 n Jun-06-2026 03:24:42
| 35 12 Jun-06-2026 03:25:42
00:00 00:00 00:00 00:00 00:00 00:00 00:00 00:00 00:00 00:00 00:00
Jun-07-26 Jun-08-26 Jun-09-26 Jun-10-26 Jun-11-26 Jun-12-26 Jun-13-26 Jun-14-26 Jun-15-26 Jun-16-26 Jun-17-26 13 Jun-06-2026 03:26:42
Time/Date 14 Jun-06-2026 03:27:42
@ inspection 15 Jun-06-2026 03:28:42
o 16 Jun-06-2026 03:29:42
Temperature Threshold Humidity Threshold ” LS 033042
Febil LI | 2 3 4 5 6 7 8 9 10 . L
Figure 65: LogTag® Online location graph G
Figure 66: LogTag® Online location Logger data report
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Temp °C
18.3
18.3
183
183
182
18.3
183
18.2
18.2
18.2
182
18.2
182
182
182
182

18.2

Humidity %RH

706

The Logger Data tab displays all recorded readings, along with recorded events and other key

Select the “From” and “To” date and time using the calendar date selector to filter

Click the Export button to generate a PDF file of the logger data list for the selected date

Events show a record of critical actions, alarms, or system changes during recording

X

All Date-Time values are in (UTC+12:00)

Evenis

Inspection Mark

1-17 of 16270 items
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Reports (Logger Report)

The Logger Report provides a statistics summary of environmental data for the selected date and
time range. You can preview or download the report as a PDF.

1. Select the “From” and “To” date and time using the calendar selector icon to filter charted data
within a specific range (this will only affect the date range for the generated graph)

2. Download the following logger report as a PDF, which includes a statistics summary and an
image of the chart.

3. Preview the PDF logger report, including the charted data.

o sy e [
Logger Report

Generate Logger Report
Logger Data

o From|

Generate a PDF Logger Report for the current selected date range. The report provides a trip-format statistics summary of the temperature data for the date range.

o X3

Report|D: 346703 7A60 d Team ID #

Lagrag Repot date range from 00:00 Jun-01-2026 to 23:59 Jun-30-2026
| Location: Vaccine Fridge 2 |

Note: All Date-Time values are in (UTC+12:00)
e l x |Dast:ription' I

HAXO-16BT - In Alarm
Serial#. DO1A00360200 Temperature Statistics Humidity Statishics
Description Lowest 165°C Lowest 46.5 %RH
Modet HAXO-168T @ 05:54:49.Jun-17-206 @ 17:17:49.Jun- 162026

Jun-01-2026 00:00 &= l To:

Jun-30-2026 23:59 &= ]

Intervat 1 min Highest 236°C Highest 55 %RH
FirstReading: 15:28:49 Jun-18-2006 @ 15:28:49 Jun-16-2008 @ 06:39:49 Jun-17-2008
LastReading: 12:47:48 Jun-17-2028 Averagereading 18.3°C Average reading: 51 %RH
Elapsed Time: 21 hrs, 20 mins Standard Deviaion 2 6°C(S) Standard Deviaton: 2 4 %RH(S)
Total readings: 1280 MKT(£H 83.144): 19.8°C
Temperature Alarms
Alamm Allgwed Time Total Time Occurrences *C - Minutes Status
=11 Instant 21hrs, 20 mins 1 260875 Fail
<133'C Instant 0sec (none) 0 OK
Humidity Alarms
Alamm Allowed Time Total Time Occurrences Status
>60 %RH Instant Osec (none) oK
<1%RH Instant 0sec (none) oK

s
1 52
52
51

Figure 67: LogTag® Online Logger Report
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Resetting Your Logger

When you are finished with your HAXO-16BT and want to store it away for future use, you can help
preserve the remaining battery life by reseting your logger.

1. First, ensure your data has been downloaded and the logger stopped. Go to Downloading Your
Data for further instructions.

Note: If you do not download your data before resetting your logger, you will not be
able to retrieve the data later.

2. When you are sure you have all your required data, press and hold the START button for 3

seconds.
To confirm that you have successfully reset your logger, you can press and

hold the START button again. APP will display if the logger has been reset, Figure 68: The HAXO-16BT
like in Figure 68. The logger screen will go blank automatically if the START App screen, confirming that

. the logger has been reset
button is not pressed. successfully

The loggers screen will turn off when completed successfully.

Confirm Successful Reset

If instead of a blank screen you see a temperature reading, the START button STOPPED
was not pressed for long enough.

3. Wait for the screen to go back to STOPPED like in Figure 69 automatically.

4. Press and hold the START button for 3 seconds. Only release the START
button when the screen is blank.

[oxp

Figure 69: HAXO-16BT display
when the logger is not recording,

When you want to use your logger again, you will need to reconfigure your showing STOPPED on the screen

logger. See Load Alarm Settings for instructions.

More Resources:

To view compliance information for the HAXO-16BT, go to
https://logtagrecorders.com/product/haxo-16bt/#cert

To view video tutorials, visit our YouTube channel at https://www.youtube.com/@logtagrecorder

To learn more about LogTag® Online features, visit: https://logtagrecorders.com/logtag-online/

To log in or create a LogTag® Online account, go to the LogTag® Online portal at
https://logtagonline.com/

Once you have logged in to LogTag® Online, you can access the Help Center by clicking in
the top right of your screen. You can search our library of common questions and answers.

For more support inquiries, contact support@logtagrecorders.com.
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Safety Information

European directive 2012/19/EU on Waste Electronic Equipment (WEEE)

This device is marked according to European directive 2002/96/EC on Waste Electrical and
Electronic Equipment (WEEE). By ensuring this product is disposed of correctly, you will help
prevent potential negative consequences for the environment and human health, which could
otherwise be caused by inappropriate waste handling of this product.

The symbol K on the product, or on the documents accompanying the product, indicates

that this device may not be treated as household waste. Instead, it shall be handed over to the
applicable collection point for recycling of electrical and electronic equipment. Disposal must be
carried out in accordance with local environmental regulations for waste disposal. For more detailed
information about your local city office, contact your local disposal service or the supplier where you
purchased this device.

Federal Communication Commission Interference Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

FCC Caution: Any changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate this equipment.

Industry Canada Statements

This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject
to the following two conditions: (1) this device may not cause interference, and (2) this device must
accept any interference, including interference that may cause undesired operation of the device.

Avis de conformité pour I'industrie Canada

Le présent appareil est conforme aux CNR d’Industrie Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) 'appareil ne doit
pas produire de brouillage, et (2) 'appareil doit accepter tout brouillage radioélectrique subi, méme
si le brouillage est susceptible d’en compromettre le fonctionnement.

To comply with FCC and Industry Canada RF radiation exposure limits for general population, the
logger must be installed to provide a separation distance of at least 20cm from all persons and must
not be co-located or operating in conjunction with any other antenna or transmitter.

7 CeEFC
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Product Characteristics

IC ID: nRF52810

Wireless Standards: Bluetooth, Bluetooth LE

Frequency (Tx, Rx): Bluetooth LE: 2402-2480 Mhz

ITU Designation: G1D, F1D

Output Power: Bluetooth LE: -0.6dbm

Modulation: Bluetooth: GFSK, n1/4-DQPSK, 8DPSK, BLE: GFSK
Antenna: PCB Antenna, 3.1 dbi

Battery: Non-user replaceable, Non-rechargeable LiMnO2, CR2450, 3VDC
FCC ID: FBRE2000

IC: 1859A-E2000

IFT: 201901C00480

The Bluetooth word mark and logos are trademarks owned by the Bluetooth SIG, Inc. and any use of such marks by LogTag® North America, Inc. is
under license. Other trademarks and trade names are those of their respective owners.

Specifications

Product Model HAXO-16BT

Sensor Measurement Range -20 °C to +70 °C (-4 °F to +158 °F)

Operating Temperature Range | -20 °C to +70 °C (-4 °F to +158 °F)

Storage Temperature Range 0 °C to +40 °C (+32 °F to +104 °F)*

Humidity Measurement Range | 0 %RH to 100 %RH (non-condensing), with limitations

Humidity Operating Range 0 %RH to 100 %RH (non-condensing), with limitations

Humidity Storage Range 20 %RH to 60 %RH*

Better than +0.45 °C (x0.8 °F) for +0 °C to +50 °C (+32 °F to +122 °F), typically £0.3 °C (x0.6 °F)
Better than +0.8 °C (x1.4 °F) for +50 °C to +70 °C (+122 °F to +158 °F), typically +0.5 °C (£0.9 °F)
Better than +0.95 °C (x1.7 °F) for -30 °C to +0 °C (-22 °F to +32 °F), typically 0.6 °C (x1.1 °F)
Actual performance is typically much better than the rated values

Accuracy figures can be improved by recalibration

Rated Temperature
Reading Accuracy

Better than +£3 %RH for 20 %RH to 80 %RH, typically +2 %RH
Better than +5 %RH for 0 %RH to 20 %RH, typically +4 %RH
Better than +5 %RH for 80 %RH to 100 %RH, typically +4 %RH
Actual performance is typically much better than the rated values
Accuracy figures can be improved by recalibration

Rated Humidity
Reading Accuracy

Humidity Resolution Better than 0.1 %RH

Temperature Resolution Better than 0.1 °C or 0.1 °F

Recording Capacity 16,000 paired temperature and humidity recordings. 169 days @ 15 min logging

Sampling Interval Configurable from 1 minute to 60 minutes

Logging Start Options Push button start, Start delay, Immediate start after configuration

Environmental P61
Power Source CR2450 3V Li-Mn0O2 UN38.3 Approved coin cell, non-rechargeable, non-replaceable
Battery Life 3 years storage, followed by 1 year of normal use
Android: 7.0 or later
App System Requirements iOS: 15.6 and later
Tablet: Android and iOS tablets with Bluetooth
Wireless Range Up to 40m (131 feet)
Size 5.83cm x 7.7cm x 0.8cm
Weight 35¢g
Case Material Polycarbonate

*Optimal Storage Condition: For optimal Humidity logger storage, store units in original packaging in an air conditioned area. Storage temperature
shall be in the range of 0 °C to +40 °C and humidity at 20 %RH to 60 %RH. Ensure good ventilation (fresh air supply) in storage area to avoid high
concentrations of volatile chemicals. Do not store units in the same room as solvents or any other strong smelling products.
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