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Logger Overview

Accessories

The LT5GEO External requires an
external probe, and a charging cable to

LogTag” function.
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Getting Started

1. Power Supply

The LT5GEO External Probe logger can be connected to a permanent
power source using a USB-C cable and AC adapter. You can use the
rechargeable battery instead, in which case it is recommended to fully
charge your logger before placing it in the monitoring location.

To charge your LTSGEO, connect it to a USB-C wall charger until the green
OK LED is solid, indicating that the battery is fully charged.

The red ALERT LED will turn on to confirm that the logger is charging.

IMPORTANT: Charging using a PC is not recommended.
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Operation
2. Conﬂ% uring Your Logger

a.Login at https: //qutaqonlme com/login

b.If you do not have an account, select . Select VFC
user for your profile type. If you also plan to monitor shipments, select the
General profile type.

New Device Registration o

c.Atthe tOp rlght of your screen, DEVICE SERIAL NUMEER
CI|Ck . Add the Se”al ’dﬂdﬁﬂ[][]m?

number of your logger. The pop e oo
up will automatically identify your = |

loggers model. Give your device a
name, and click

\. (i) Loggers downloaded by a registered WiFi Interface will be automatically registered to your account.

] LT5GEO-E

Figure 2: New Device Registration window

d.Add your location to identify
where your logger will be deployed by clicking on the @
Locations tab. Click in the top right of your Locations

screen. Give your location a name, then select your
logger from the dropdown list. Figure 3: Locations Tab icon

LTSGED-E LOGGER CONFIGURATION *

Pofleha e
a profile nama

e.Select a saved Configuration Profile

to apply to your logger, or select L
‘Create New’ from the dropdown e | @ L2 plC

list. If you are creating a new profile, : il M 0 (oo
name your profile for future use, and B crae e orm 2 it e o =

enter your required parameters. Once E'
complete, click o

Cancel

f. Select who in your team needs to be Figure 4: LT5GEO Profile Configuration Options
notified of alarms and sent regular reports in the Team

Details section.

LOCATION NOTIFICATION SETTINGS

ALARM DETECTED

g.To edit who gets notified for various events, click e
. Here you can select the role type to be | | a=
notified for event types including;

Who Should Be Notified:
Primary Coordinator

e Alarm Detection

* Connection Timeout s

e Power Notification R
¢ Dally Inspection Figure 5: Location Notification
* Probe Calibration Reminder Options for Alarm Detection

Once complete, click to save your settings.

Click B&:Zya again to create your Location in the Locations tab.
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0peration (continued)
3. Starting Your Logger

Note: Ensure your external probe is connected before starting your logger.

Mount your logger, and place the probe tip in the monitoring environment.
Press and hold the Start/Check button for 4 seconds. The green OK LED will
turn on. When the red and green OK LEDs flash in an alternating pattern, you
can release the Start/Check button.

Once you complete step 2, your logger will:

* Record environmental and positioning data

e Connect to LogTag® Online and request its configuration settings from step 2
e Transmit data to your LogTag® Online account

The green LED blinks every 4 seconds to confirm that the logger is recording.

Note: The first connection to LogTag® Online requires the logger to register with
your local carrier network. This can take time and delay the first data upload.

Accessing Your Data

4. Reviewing Locations

To view your data as it is uploaded, go to the Locations tab where you will
see tiles for all your locations. The tile will include information like:
* The last reading received

* [f the logger is connected to an external © ~ X #
power source e Ve e Ll 2

* Last uploaded reading et el

* If there is an event or alarm, the tile will B o
also turn red

Click for the location you want to I
review. You will see your daily minimum and Figure 6: Location Tile with ~ Figure 7: Location Tile with

. . I I

|Decernbsr2015 &t »
Tue Wed
30 1 2 3 4 5 6 b 1
25.4°Cusx 24.1°C s _
21.9°Coim 24.1*Cran enecto
7 8 9 10 n 12 13 Min:23.4°C Max:25.3°C
14 15 16 17 18 19 20
25.3°Cusx 23.4°Cune 25.9°C usx 25.3°Cusx
23.4°Cum 20.7°Can 21.1°Crum 20.2°C um
21 22 23 24 23 26 27
23.3°Cusx 24.1°Cn 30.1°C 24.1°Cusx 22.9°C wax 24.6°Cusx 26.2°Cusx
20.1°Cm 20.8°Cum 20.2°Cwn 19,7°Coum 19.1°Cwn 20.3°Cum 19.2°Cum
28 29 30 31 1 2 3
23.1°Cunx 24.7°C wax 24.2°C s 24.5°Cun 23.3°Cwac 28.9°Cunx 33.2°Cunx
20.6°C 20.4°Cum 20.2°Cn 19.6°C um 19.2°Can 19.9°Crm 19.9°Cum

Figure 8: Calendar view with daily min and max readings
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AcceSSing Your Data (continued)

5. Downloading Reports
Click for the location you want to review in the Location tab.

You will see all the recordings that your logger has uploaded within the last
calendar month. You can amend the date range up to 1 year. To download a
PDF report, click Logger Report, and your PDF report will be generated to
review.

The Alarm status and statistics will not change. When you are happy with
the preview, click to generate your PDF report. CSV reports
can also be generated in the Chart menu.

y X
DaySummary Records Chart (LRG0l Settings @

From Feb-01-2025 00:00 H Ted Feb-01-2026 2359 | m

dex Date t Time Temp *C Humidity %RH Events
Mar-04-2025 14:22:19
Mar-04-2025 1432019
Above Alert
Mar-04-2025 14:52:19 50 Above Alerl

Mar-04-2025 150219

I

1

2

3 Mar-04-2025 144219
4

5 50 Above Alert
&

L I R SR 8
o
a8

Mar-04-2025 151219

Mar-04-2025 129 5 50

8 Mar 042025 15:32:19 a 50 Above Alert

Figure 9: LogTag®Online Report Section

Common Questions

Q.| can’t see the Locations tab in my
LogTag® Online account. What do | do? A @

A. This means you have a Transit profile type. UL
To change it, the profile owner will need to click  Dashboard Locations
on their name, go to Manage Team, select _ _

Team, then change the TEAM PROFILE type | uwe 1% Seerhoar and Locatons Tab

to VFC User or General User.

Use Signatures Areas Logger Profiles Sh

Editing Team

Hello LogTag ~ 1.

E l My Account TEAM NAME

| Team LogTag
|

TEAM PROFILE

Event Log 4. ‘ TransilUser)
Support General User

W VFC User
Sign Out

Iransit User
vV EURMA
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Common Questions

Q. What do the LED status indicators on the LT5GEO mean?

A.

Green OK LED

Red Alert LED

Visual

Indicates

Logger State: Recording

1 blink every 4
seconds

-Logging normally

1 blink every 8
seconds

Logging stopped, data to be
uploaded

1 blink every 4
seconds

Logging,-alarm triggered

1 blink every 8

seconds

Logging stopped, alarm

triggered, data to be uploaded

Action: Press the Start/Check button for 1 second

Solid for 3
seconds

1Battery OK, logging normally

Solid for 3
seconds

Logger is recording, battery

Hevel-ts-not sufficient to upload

data to LogTag® Online

Flashing

Battery OK, last upload
attempt was unsuccessful.

Transmission will resume at
next upload interval

Flashing

Logger recording, battery level
not sufficient to upload data to

attempt was unsuccessful

Logger State: Stopped or Standby

Solid

Connected to power, charging

complete

Solid

Gernected to power, charging

Q. Having trouble navigating LogTag® Online?

A. Look for the ? at the top right of your screen
when logged in to LogTag®Online. This will open o
the searchable Help menu that provides answers **/?'e® et

to common questions.
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Figure 12: Help menu location in
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