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Safety Information

The LogTag®LT5GEQ Cellular data logger contains a non-replaceable non-
lithium battery.

Avoid exposing the device to extreme temperatures, as this may damage the
battery and pose a risk of injury.

Keep out of reach of children.

Liability
LogTag® North America’s standard warranty terms apply. A copy can be requested by emailing
support@logtagrecorders.com.

Additionally, LogTag® North America shall not be held liable:

If the LTSGEO was used beyond LogTag® North America’s stated limitations.
For any claims due to the improper storage or use of the device.

For any problems with refrigeration units.

For the quality of the monitored goods, if any.

For incorrect readings if the device was used with a low battery.

For any consequential loss.

Disclaimer

The LTS5GEO monitors environmental conditions, including temperature, humidity (internal sensor
model only), light, and shock, but does not assess the quality of the goods it accompanies. Its
purpose is to indicate whether further evaluation or testing of the product is necessary.

Battery Life

The batteries in the LTSGEO are designed to power the device for the time specified in the
specification charts, provided:

e A strong signal is available where the LTS5GEO is deployed.
¢ The location and transmission interval is every 24 hours.
e The device is stored and operated according to LogTag® North America’s recommendations.

Regulatory Compliance

These modules have been tested and comply with FCC, IC RSS-210, CE, and SRRC regulations
for intentional transmitters. These regulations set limits designed to provide reasonable protection
against harmful interference in approved installations.

This equipment generates, uses, and may emit radio frequency energy. If not installed and used as
instructed, it may cause interference to radio communications. However, interference-free operation
in all installations is not guaranteed.

Operation is subject to the following conditions:

¢ Any modifications or changes not expressly approved by the responsible party may void the
user’s authority to operate the equipment.

e The device is not approved for hand-held operation. The minimum safe distance for RF exposure

is > 200 mm.
AKRIBIS - www.akribis.info - contacto@akribis.info Page 3



Introduction

The LogTag® LTSGEO data logger automatically uploads real-time temperature, humidity (internal
sensor model only), light, and shock sensor data to your LogTag® Online cloud account via the
cellular connection.

At set intervals, the LTSGEO uploads data to your LogTag® Online cloud account, where it can be
viewed, analyzed, shared with others, or downloaded for further analysis.

The LT5GEO logger family encompasses the following logger models from LogTag®.

Logger Model Internal Sensor Standard External Probe |Ultra-Low External Probe
Single-Use LT5GEO-S LT5GEO-E-S LT5GEO-LE-S
Multi-Use LT5GEO-M LT5GEO-E-M LTSGEO-LE-M

-eatures

The LogTag® LTSGEO features our familiar LogTag® family feel design, with a user-friendly single-
button operation and its LED status lights for at-a-glance monitoring. There are two physical designs
in the LT5GEO family which are outlined below.

Internal Sensor External Probe

LogTag“

Humidity Sensor

109739

er
56 Datd L;fzm‘,, probe

Real- f
eal-Time 4G/5G Data Logger i ] -
mperature Light Sensor

Alert LED Contains No Lithium ) feal T/

a Low
Light Sensor Alert LED (e

us press START/cHECK — ST AR Start/ Check Button
CHECK

fy
\J

S/N:AGD8123456 WT |

: A

\ . e 223745675981 ZFE5

Sensors

The LT5GEO family loggers feature multiple sensors that vary depending on the logger model.

Star/Check Button

23456 VH

i

USB-C Socket
Serial Number

Serial Number

USB-C Socket Probe Connector
Protective Cap

Internal Sensor Standard External Probe | Ultra-Low External Probe
Temperature -30 °Cto +70 °C -40 °C to +99 °C -90 °C to +40 °C
Measurement Range | (-22 °F to +158 °F) (-40 °F to +210 °F) (-130 °F to +104 °F)
Humidity 0% RH to 100% RH Not Available
Measurement Range
Light Sensor Range Detects exposure to light from 0-120,000 lux
Shock Sensor Range Samples impact events at 25Hz (-16 to 16Q)

AKRIBIS - www.akribis.info - contacto@akribis.info
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Airplane Mode

The LT5GEO transmits sensor data at set intervals. When a flight is detected, Auto Flight mode
triggers and automatically disables cellular transmission. When landing is detected, Auto Flight
mode is deactivated and automatically resumes data transmission.

Power Supply

The LT5GEQ is charged via a USB-C cable and requires an external 5V USB power supply to ensure
proper and stable charging of the logger. This power supply can also be used to permanently power
the LT5GEO for continuous monitoring applications.

LogTag® Online Subscription

Each single-use LT6GEOQ includes 3 months of access to LogTag® Online, including email and in-app
notifications. SMS, WhatsApp, and VoiceCall notifications require a paid LogTag® Online Subscription
and Notification Units, which can be purchased separately.

Each multi-use LTSGEOQO includes a 1-year paid LogTag® Online Subscription, including 500 Notification
Units for SMS, WhatsApp, and VoiceCall notifications. To continue using the multi-use logger with
LogTag® Online after the first year, purchase a 1-year LTSGEO Renewal Code.

Note: Adding an LTSGEO logger to a LogTag® Online account activates its included access or
subscription. Once activated, this access cannot be paused or transferred. Single-use access expires
3 months after the logger is added to the account. Multi-use LogTag® Online Subscription expires
1-year after the logger is added to the account.

Recommended Logger Placement

For the best opportunity to establish a cellular connection and upload data to LogTag® Online, place
the LTSGEO near the container door, at the top of the cargo or pallet stack, and outside packaging
materials where practical.

For shipments using insulated packaging, or applications where packaging may reduce cellular
signal strength, we recommend using an LT5GEO model with an external temperature probe. This
allows the logger to be positioned for better cellular connectivity while the probe monitors the
required temperature location.

Cellular connectivity depends on the availability and coverage of local cellular networks. Following
these placement recommendations gives the LTSGEO the best opportunity to establish a connection
and transmit recorded data to LogTag® Online.

Cellular Coverage

Cellular service is available across a wide range of countries through the SIM service used with the
device. Supported countries are determined by the SIM service provider and is subject to change over
time. Cellular service availability for your intended shipment countries can be confirmed on request.

What You Need

In addition to a fully charged LTS5GEOQO Cellular Data Logger, you will need:

e APC, tablet, or mobile device with a modern web browser, set up with your LogTag® Online account

e A USB-C cable to charge the device

e A compatible external probe for External probe loggers (see the list of compatible probes in the
specification tables)

o AXBY/EMOSE WalrBEwErsUbply Page 5



Charging the LTSGEO

Note: Fully charging the LTSGEQO before first use is strongly recommended.

For shipment monitoring or when you do not want to continuously connect your logger to a
power supply, the logger must be fully charged to ensure maximum trip duration. This includes
single use loggers. The LTSGEO features a rechargeable NiMH battery that is charged via

a USB-C cable.

To charge the logger:

e (Open the protective cap from the bottom of the device.

e Plug the USB-C end of the cable into the socket and connect to a
power supply.

The logger indicates charging by illuminating the red Alert LED. When
fully charged, the green OK LED will stay illuminated.

7
J

(
IMEI: 123456789012345 J

Note: If the battery is empty, the logger will not function until recharged.

Note: The LT5GEO will prioritize signaling the alarm status over the charging status if it has been
added to a Location in LogTag® Online, and is connected to external power.

Standby Mode

Out of the box: The LTS5GEO is shipped in standby mode. The logger should be charged and

configured before you begin recording.

Continuous Monitoring

Configuring for Continuous Monitoring

The LT5GEO is configured through LogTag® Online. If you are using your logger for Shipment
Monitoring, go to page 11. Follow the below steps when using your logger for Continuous

Monitoring.

Step 1: Start by navigating to LogTag® Online at
https://logtagonline.com/login and login.

Step 2: Register your logger

e Select “Add Device”

e Enter device serial number and device name.
e C(Click “Register Device”

Note: Adding the LT5GEO to a LogTag® Online account activates the
included subscription. Once activated, the subscription cannot be

New Device Registration @

DEVICE SERIAL NUMBER

New Device

‘ Device Serial Number

DEVICE NAME (OPTIONAL)

‘ Device Name

paused or transferred.

Step 3: Create a new location by navigating to the Locations tab.

Click “Add a Location” in the top right of your screen. You will be - *™=5" e "“ML——'
prompted to enter your location details and team details: e o

e Provide your location name T e e e

e Add your logger - 9 . B

e (Choose your saved logger configuration profile, or create a
Rews|0ggenconfiguabamiprofile.

uuuuuuuu



Us Team Signatures Areas Logger Profiles
Hello LogTag =

Note: If you do not see the Locations
. . Editing Team
Tab, this means you have a Transit _é My Aceount TEAM NAE

User profile type. To change it, the | Team LoaTag
) M Ti
anage lcam —

profile owner will need to click on

Event Log VEC User
their name, go to Manage Team, ——
select Team, then change the TEAM e
PROFILE type to VFC User or ik P
General User. (SRR AR
SMART PROBE CALIBRATION CERTIFICATE VALIDITY PERIOD (IN MONTHS)

Step 4: To configure your logger,
select the configuration profile e —
from the dropdown list. To create [ J| | Lmomes ]
anew profile, select Create new. | o [penesaes
Here you can: o )| | ]
* Provide a new profile name o "D rrtiee. O e[ i
* Setrecording delay e S —
e Set alarm settings for lower

and upper threshold alarms

Step 5: Enter your team details. This will determine who will receive which notifications and reports.
These can be edited later as needed. Once complete, click “create”.

T o

Note: Transmission intervals are fixed for

LOCATION NOTIFICATION SETTINGS

I—T5G EO |Oggers When USing the |Oggers’ i ALARM DETECTED CONNECTION TIMEOUT POWER NOTIFICATION DAILY INSPECTION
battery, the interval will be 1 hour, if you ' o, o o i s ool
have eXternal power Squly ConneCted, hj:‘:m\daarluﬂﬁad :h:::ildBENuﬂﬂan :h:;::luld Be Notified: B
the interval will be 10 minutes. The logger | == oo

will attempt to transmit during an alarm S

regardless of transmission interval. e

Step 6: To set up notifications via VoiceCall*, SMS*, WhatsApp*, and Email, click “Edit Notification”.

You can designate primary, multiple secondary, and emergency contacts. Each will receive alerts
through their assigned notification
method when triggered event occurs.
The log report will also highlight any GO BACH 'L_"'EI
excursions.

Step 7: Once configuration is complete, scroll down and select “Save” to complete.

Ualert notifications will continue to be sent until they are acknowledged. |

Step 8: After the location has been created, the location # © #
status can be reviewed from the Locations tab. After the

L . LT5GEO-E
logger has completed its first data upload, you will also see ‘ N _ |
. n... Location Status - Waiting for first connection...
the latest temperature reading. EoE 4 DoEae s
You can edit your location settings at any time. Click “edit” on
the location you Waht to make changes, then you can amend
or delete your location.
* Requires notification unis o e Page 7



Starting Your LTSGEO

Note for External Probe models only: Before you start using your external probe logger, please
ensure your external probe is connected to your logger.

1. Press and hold the Start/Check button for 4 seconds and stop when the green and red LED’s
flash in sequence.

Note: If the red ALERT LED remains solid for 3 seconds after the green and red flashing sequence,
then your LT5GEO has a low battery and requires charging. Charge your logger before adding it to a
shipment, or connect it to external power in continuous monitoring applications.

9

R 9
LogTag

Real-Time 4G/5G Data Logger 0
Contains No Lithium

LogTag

Real-Time 4G/5G Data Logger 0
Contains No Lithium

ALERT

S/N: AGD8123456 WT
IO O TR AR

Hold the Start/Check button. Green and Red LEDs flash in sequence.
Once started, the logger will:
e Begin recording environmental and positioning data and transmit it to LogTag® Online.
e Connect to your LogTag® Online account and check for any configuration updates.

If you selected start delay, readings will be recorded and uploaded to LogTag® Online after the start
delay has elapsed.

During Recording

While the logger is recording, the LT5GEQO transmits recorded environmental data to the LogTag®
Online via cellular connectivity, allowing you and your team to view your data from anywhere,
anytime.

The LTSGEO internal sensor loggers record the following environmental and location data:
e Temperature, Humidity, Geo-location, Light level, and Shock

The LTSGEO external probe loggers record the following environmental and location data:
e Temperature, Geo-location, Light level, and Shock

Note: The first connection to LogTag® Online requires the logger to register with your local carrier
network. This can take time and delay the first data upload.

Cellular Coverage

Cellular service is available across a wide range of countries through the SIM service used with the
device. Supported countries are determined by the SIM service provider and is subject to change over

time. Cellular service availability for your intended shipment countries can be confirmed on request.
AKRIBIS - www.akribis.info - contacto@akribis.info Page 8



Logger Alerts and LED Indicators

The LTSGEO features two LED lights, providing an at-a-glance display of the logger’s status.
If the logger is indicating that an alarm has been triggered, depending on the natification settings,
you will receive an alert notification.

Green OK Red Alert : _
LED LED Visual Indicates
Logger State: Recording
Action: None

1 blink every |
4 seconds - = = =|Logging normally
1 blink every Logging stopped, data to be up-
8 seconds - - loaded

1 blink

every 4 - = = =|lLogging, alarm triggered

seconds

;fel'rr;ka - i} Logging stopped, alarm triggered,

seconds data to be uploaded

Logger State: Recording
Action: Press the Start/Check button for 1 second

Solid for 3 .
seconds — Battery OK, logging normally
- Logger is recording, battery level
Solidfor3 | __ is not sufficient to upload data to

seconas LogTag® Online

Battery OK, last upload attempt
Flashing | = |=s === == was unsuccessful. Transmission will
resume at next upload interval
Logger recording, battery level not
sufficient to upload data to
LogTag® Online, the last upload
attempt was unsuccessful

Logger State: Stopped or Standby
Action: None

Solid Connected to power, charging
complete

Solid — | CONNected to power, charging

Logger State: Stopped or Standby
Action: Press the Start/Check button for 1 second

Flashing |== == ==

Solid for 3

seconds S Battery OK, ready to start recording

Solid for 3 The battery level is not sufficient for
seconds a trip, charge your logger

AKRIBIS - www.akribis.info - contacto@akribis.info
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Accessing Continuous Monitoring Data

Continuous Monitoring readings: (@1 @ rem @ @i @t

To access data in a location, go to the Locations Tab, click Inspect i
on the location you want to view B “";Z‘ZIZTZ"“ =

1. The Day Summary displays a calendar with daily minimum and s e - =
maximum values. HSGEOE

2. The day is marked with a red outline when an alert has been triggered on
that day.

3. The MIN/MAX shows the minimum and maximum temperature it detected on

the day ' INSPECT I

Location Status - Waiting for first connection...
LT5GEQ-E -4D0D600001730

I LA Records Chart  Reports  Settings @ D
6 5
December 2025 B >
o sun Mon Tue Wed Thu Fri sat
30 1 2 3 4 5 6 ‘ Wednesday, December 17, 2025
25.4°C uax 24.1°Cwax
21.9°Comn 24.1°Coe o No AM Readings| No Inspectior
7 8 9 10 n 12 13 Min:23.4°C Max:25.3°C

14 15 16 17 18 19 20
41.5Cous 25.3*Cusx 23.4°C s 25.9Cx 25.3°Ce
o 20.0°Cun 23.4°Cum 20.7°C o 21.1°C o 20.2C
21 22 23 24 25 26 27
23.3°C 24.1°Cuse 30.1°C s 24.1°Cuune 22.9°C e 24.6°Cuune 26.2°Crune . View Key information about the date
20.1°Cun 20.8°Cun 20.2°Com 19.7°C o 19.1°Cum 20.3°C o 19.2Cun .
selected in the calendar
28 29 30 31 1 2 3 Ad. h d . d
23.1°Cume 24.7°Cusx 24.2°Cusx 24.5"Cuix 23.3°Cusx 28.9 382G | O- JUStt e date range to review data
20.6°Conn 20.4°C o 20.2°Comn 19.6°Com 19.2Cam 19.9°Cum 19.9Cun e
on specific date.
mw W Chat  Repons  Setiings @ x

6. You can change your configuration, alert
settings in Settings tab.

7. Records tab shows a list of any
unacceptable storage events, such as data
that are outside alarm limits. You can add
details to the incident in trouble shooting
report.

7a. Click on Create Report to add details
about the incident. This helps create a

record of steps taken in your account,
ensuring all the relevant =3

vvvvvvvvvvv

. . . Storage Troubleshooting Record Report Completed By: LogTag Online Date: Jan-27-2026 pateT
information is easy to
. . Date & Time of Event: Storage Unit Temperature (At the time of discovery) Room Temperature (At the time of discovery)
access a‘t aud|‘t ‘t|me Feb-282021 12:46 Discovered:30.0°C  Min-11.4°C | Max:30.0°C
8. Complete the relevant o et s ot et f et )
boxes of the incident report ]
Action roughly, thi the product might still be viable)
. .
and click submit. A copy of \
. . Results (What happened to the product? Was it able to be used? If not, was it returned to the distributor?) -
the report will be emailed to |
)
key personnel.
Cprimary Coordinator Secondary Coordinator Emergency Contacts

BACK

AKRIBIS - www.akribis.info - contacto@akribis.info
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Shipment Monitoring
Configuring for Shipment Monitoring

The LT5GEO is configured through LogTag® Online. If you are using your logger for Continuous
Monitoring, go to page 6. Follow the below steps when using your logger for Shipment Monitoring.

: i t \ i
o Taninges Zoom Out
@ Transit Pending @ Completed @ Event (@ No Events Lo &

Step 1: Navigate to LogTag® Online at s e
https://logtagonline.com/login and create an account, or [0giN.  ru/mmmmmm &) o/ s & [ °
You will need Transit or General account. Click the Shipments = s sormwoy s omn - omosn - sanose
tab at the bottom of your screen. : »@ 9 a B

Note: If you cannot see the Shipments tab, this means you have a VFC User profile type. The profile
owner will need to click on their name, go to Manage Team, select Team, then change the TEAM
PROFILE type to Transit User or General User.

Step 2: If admin has created shipment profiles for LogTag'Online  Team user -
you, select “Create Shipment”, and select the one

you want to apply, then jump to step 4. If you do not (:

have shipment profile, go to step 3a.
All Event Pending In Transit Completed
Step 3a: To create a new shipment profile, click on - -

“Shipment Profile” and select “Create new” from the

drOdeWﬂ menu, and (Manage Shipment Profiles

Create shipment without profile -

e Name your shipment profile.
e Define the origin location and destination location.
e Add the estimated number of days for the journey.

 Edit Shipment notification settings. ot it

Step 3b: Add Device Configuration Profile can set up

your default logger configuration for the logger model | soomer it RE
selected. You can select a previously saved profile, or

‘ Team LogTag @ Team LogTag [

create new configuration settings by:

e Assigning a profile name.

‘Your added device configuration profile(s) will appear here

e Set how frequently the logger takes a recording, o
between 5 minutes and 18 hours e L

 Configuring alarm thresholds. e

e Set arecording delay, which determines when the -l L .

~ Profile Nam
Enter a profile name ‘

logger starts recording after pressing Start.
e Setting the Lower Threshold and Upper Threshold

Alarm Settings Lower Threshold  Upper Threshold
10 minutes

alarm values. wmpeseces @[] @[
e (Choosing whether alarms can trigger multiple times. o “ | umay e O o
e Enabling the option to stop logging using the START/ Enavke e At (Red) ndcator o w1 @ o
CHECK button. e e @ ot 9@ o

[ Aliow logging stop with “START/CHECK" button

Click “Save”. You will be returned to the Shipments Tab. =

AKRIBIS - www.akribis.info - contacto@akribis.info
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Step 4: In the Shipments Tab, click Create Shipment. Eiiiiias @ x

The Shipment Wizard will appear. Here, you can: AV
14:45 Mar-31-2025 Team User - Team User I
e Name your shipment. I
e Define the origin location and destination location.
X i Team User [\
e Add the estimated number of days for the journey.
e Setthe LTSGEOQO transmission interval. [0 (DESTINATION
o1 X Team User [\
LogTag'Online  Teamuser -
ESTIMATED JOURNEY
Bulk Shipments 90 Days

Al Event Completed LTSGEQ TRANSMISSION INTERVAL

. . 5 5 B 1da -
Transmission interval is defined as how frequently the ( y e l
logger attempts to upload data to LogTag® Online.

Note: The LT5GEOQO transmission interval will impact the estimated journey length. The longer the
interval between transmissions, the longer the estimated journey will be. The logger will attempt to
transmit during an alarm regardless of transmission interval.

Step 5: After completing the wizard and selecting

Next, you will be prompted to enter your logger’s
serial number (S/N).

ADD LOGGER(S) TO SHIPMENT

Serial Number ‘

Once you've entered the serial number, click m
“Add to Shipment”. If you have added a default
configuration setting in your Shipment Profile, it will

be applied to the set loggers. If you do not have

a Device Configuration profile set up, you will be
prompted to make one when your logger is added.
Go to step 3b for more information.

ADD LOGGER(S) TO SHIPMENT

Serial Number

LOGGERS IN SHIPMENT

Once you have saved your configuration profile, you
can add more loggers to the same shipment.

( Logger Configuration Profile

vo‘

Temperature (°C) dsd:
Click Save when you have completed configuring
all your loggers.

CREATE SHIPMENT

Step 6: You will be taken to a final overview of your

logger setup. If you need to adjust your configuration settings, Bs -
select Configure to return to the Configuration window. i i

Step 7: To set up via VoiceCall*, SMS*, WhatsApp*, and Email,

click “Edit Notification”. T —

You can designate primary, multiple secondary, and emergency #$ Iiw = C L
contacts. Each will receive alerts through their assigned : - E E ;
notification method when triggered event occurs. The log report  * s=sr @ 0 C o
will also highlight any excursions. Y= R
Step 8: Once configuration is complete, select “Create ® G B s I !
Shipment” to complete the Shipment Wizard. =

AKRIBIS - .akribis.info - contacto@akribis.info
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Starting Your LTSGEO

Note for External Probe models only: Before you start using your external probe logger, please
ensure your external probe is connected to your logger.

1. Press and hold the Start/Check button for 4 seconds and stop when the green and red LED’s
flash in sequence.

Note: If the red ALERT LED remains solid for 3 seconds after the green and red flashing sequence,
then your LT5GEO has a low battery and requires charging. Charge your logger before adding it to a
shipment, or connect it to external power in continuous monitoring applications.

LogTag
Real-Time 4G/5G Data Logger 0
Contains No Lithium

ALERT

LogTag
Real-Time 4G/5G Data Logger 0
Contains No Lithium

ALERT

S/N: AGD8123456 WT S/N: AGD8123456 WT
T T AT T T AT

Hold the Start/Check button. Green and Red LEDs flash in sequence.

Once started, the logger will:
e Begin recording environmental and positioning data and transmit it to LogTag® Online.
e Connect to your LogTag® Online account and check for any configuration updates.

If you selected start delay, readings will be recorded and uploaded to LogTag® Online after the start
delay has elapsed.

During Recording

While the logger is recording, the LT5GEO transmits recorded environmental data to the LogTag® Online
via cellular connectivity, allowing you and your team to view your data from anywhere, anytime.

The LTSGEO internal sensor loggers record the following environmental and location data:
e Temperature, Humidity, Geo-location, Light level, and Shock

The LTSGEO external probe loggers record the following environmental and location data:
e Temperature, Geo-location, Light level, and Shock

Note: The first connection to LogTag® Online requires the logger to register with your local carrier
network. This can take time and delay the first data upload.

Cellular Coverage

Cellular service is available across a wide range of countries through the SIM service used with the
device. Supported countries are determined by the SIM service provider and is subject to change over

time. Cellular service availability for your intended shipment countries can be confirmed on request.
AKRIBIS - www.akribis.info - contacto@akribis.info Page 13



Logger Alerts and LED Indicators

The LT5GEO features two LED lights, providing an at-a-glance display of the logger’s status.
If the logger is indicating that an alarm has been triggered, depending on the notification settings,
you will receive an alert notification.

E;ET;H oK Ezghlen Visual Indicates
Logger State: Recording
Action: None
21 ggggﬁggw - = = =|Logging normally
1 blink every Logging stopped, data to be up-
8 seconds B B loaded
1 blink
every 4 - = = =|lLogging, alarm triggered
seconds
;ﬂ:,gka } } Logging stopped, alarm triggered,
seconds data to be uploaded

Logger State: Recording
Action: Press the Start/Check button for 1 second

Solid for 3 .
seconds — Battery OK, logging normally
, Logger is recording, battery level
Solidfor3 |__ is not sufficient to upload data to

seconas LogTag® Online

Battery OK, last upload attempt
Flashing | = |= === == was unsuccessful. Transmission will
resume at next upload interval
Logger recording, battery level not
sufficient to upload data to
LogTag® Online, the last upload
attempt was unsuccessiul

Logger State: Stopped or Standby
Action: None

Solid Connected to power, charging
complete

Solid — CONNected to power, charging

Logger State: Stopped or Standby
Action: Press the Start/Check button for 1 second

Flashing |= == = = =

Solid for 3

seconds — Battery OK, ready to start recording

Solid for 3 The battery level is not sufficient for
seconds a trip, charge your logger
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Accessing Shipment Information

Select the shipment you want to view from the list under the Shipment map. If you can not see
the shipment you want to view, you can use the filter or search bar. The Shipment Info window
provides key details about your shipment.

1. The shipment overview includes start date, estimated delivery, origin and destination locations.
2. The “Complete Shipment” button allows users to manually mark a shipment as delivered. If no
logger data has been uploaded, the status will be marked as Missing.

Note: Once a shipment has been marked as Complete, data will not longer be added to your
shipment, and you can no longer make changes to your shipment.

3. Users can add comments to the shipment by entering text in the comment box and clicking
“Save” or “Cancel” buttons that appear when users start typing. Comments can be edited or
deleted using the pencil or trash can icon next to saved comments.

4. If no alarm event occurred during the shipment, a tick symbol will be displayed. If an alarm was
triggered, a cross symbol will be displayed.

5. The logger’s serial number is listed. If multiple loggers are attached to the shipment, each will
be displayed in their own line in the table.

6. A description can be added to each logger in the table. Users can edit or delete their own
comments by selecting the arrow in the action column and clicking “edit”.

7. Users can change the order of loggers in the table by selecting the arrow in the action column
and clicking “edit”. The Up, Out, and Bottom options will appear. Click "Update” to save your
changes.

8. The logger model corresponding to the serial number is displayed.

9. The current shipment status of the attached logger is shown.

10. The battery status provides an estimated remaining battery life.

11.The last transmitted column outlines when the logger last transmitted data to LogTag® Online.

12. The Action column allows you to:

e Edit the description and location.
e Mark the shipment as Pending, In Transit, Completed, or Missing.
e Remove: This will permanently delete all data from the logger and cannot be undone.

IShipmenlIrrfo Chart Repot Map Setngs @

Bananas To Auckland
IN TRANSIT
Duration: 29 Days, 58 Minutes, 13 Seconds

Start Date:Mar-29-2025
Est Delivery: Apr-2
Origin:Cape Reing
Destination:PaknSaveOfSel

COMPLETE SHIPMENT

Alalmse Sen‘a\#e Description e Location o Model o Status e Battery Status @ Last Transmitted m Action @

v O LTEGEO Arrived 34 Estimated Days Remaining 20:04 Mar-30-2025 @

COMMENTS
LogTag Online Delayed at port . |
1257 Feb12.2028

AKRIBIS - www.akribis.info - contacto@akribis.info
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Chart

The Chart tab provides an interactive graph for the logger(s) attached to a shipment.

—_

The shipment name is displayed as the chart title.

2. Click the “From” and “To” boxes to choose a start and end date to filter data within a specific
range.

3. Export multi-logger shipments as a zipped CSV file, or download individual CSV files based on

the selected date and time.

Switch between temperature and humidity thresholds™.

Displays temperature in Celsius or Fahrenheit, based on your account preferences.

Displays light (lux).

Displays humidity (%RH)*.

Displays shock (g).

© N3O

Shipment Info | (¢,t,#] Report Map  Settings 0 X

All Date-Time values are in (UTC)
o o Alarm Threshold Graph Testing
From: Jun-05-2023 03:42 i To: Jun-05-2023 05:02 i o

Serial Number(s)

Zoom| to readings | Zoom to shipment dates

e (® Temperature Thresholds () Humidity Thresholds o
e ? -\- 4\'\ ‘ ’ 50.7

25

||
| | \ | o
RN |t

20

©

[} T

5 3

Y ES

5 10 2

2 \ <

[ X

2 3

X

5 5 I \ ~ 402 I

0 i \ 48.8
e
5 48.4
03:45 03:50 03:55 04:00 04:05 04:10 04:15 04:20 04:25 04:30 04:35 04:40 04:45 04:50 04:55 05:00
Jun-05-23  Jun-05-23  Jun-05-23  Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23 Jun-05-23
Time/Date

800 85

600 6.3

3 400 42
p=4

ER i A./U\ 21

18:00 00:00 06:00 12:00 18:00 00:00 06:00 12:00 18:00 00:00 06:00
Jun-27-24 Jun-28-24 Jun-28-24 Jun-28-24 Jun-28-24 Jun-29-24 Jun-29-24 Jun-29-24. Jun-29-24 Jun-30-24 Jun-30-24

Timamata

* Humidity readings are only available for LTSGEO internal sensor loggers
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Report (Logger Report)

The Logger Report provides a statistics summary of environmental data for the selected date and
time range. You can preview or download the report as a PDF.

If the shipment contains multiple loggers, the report will display temperature statistics for each
logger with recorded data.

1. Select the “From” and “To” date and time using the calendar selector icon to filter charted data
within a specific range (this will only affect the date range for the generated graph)

2. Download the following logger report as a PDF, which includes a statistics summary and an

image of the chart.

Apply signatures to delivered shipments, account permission required.

4. Preview the PDF logger report, including the charted data. If multiple loggers are in the shipment,
all their data will appear in the report.

Shipmentinfo  Chart [EGGS Map  Setings @
Shipment Summary (PDF)
Generate Logger Report

w

Logger Data
o From; Jun-27-2024 15:14 ﬁ| Tol Jun-30-2024 11:57 ﬁ|
Generate a PDF Logger Report for the current selected date range. The report provi a trip-format isti y of the temperature data for the date range.
oEZI EXe
Report ID: 2af368 271 7 4d
l T Report date range from 15:14 Jun-27-2024 to 11:57 Jun-30-2024
q ag Mote: All Date-Time values are in (UTC+12:00)
Alarm Shipment Information
Shipment Name:
( Stater Completed
Ongin: LogTag Intemational Destination: Torbay
Shipment Started: 06/27/2024 15:14:27 Shipment Completed: 06/30/2024 11:57:41

LTGEOQ - OK - Completed

Serisl & Temperature Staflsics Humidity Statisics
Descripton: Lowest 4.4°C Lowest 22.3%RH
Modd: LTGED @ 08:04:27 Jun-30-2024 @ 18:04.27 Jun-27-2024
Locstan: Highast 368°C Highast 78 3%RH
Interval: 10 Minutes @ 145427 Jun-28-2024 @ 08:44:27 Jun-30-2024 o
First Reading: 151427 Jun-27-2024 Awerage resding 1270 Awerage resding 57.3%AH
LastReading: 11:54:27 Jun-30-2024 Standard Deviaon: 8.1°C(S) Standard Devision: 9.8%RH(S)
First Evaluated: 151427 Jun-27-2024 MKT(H 83.144); 174°C
Last Evaluated: 11:54:27 Jun.30-2004
Elapsed Tme: 2 Days 20 Hours 50 Minuis
Total readings: 413

B & F EE S ¢ 8

®

Signatures: To apply a signature to a delivered shipment, click the Signatures button. If your admin
had set up your account to assign signatures, a Signatures window will open. Select the appropriate
signature from the drop down menu and confirm by clicking Yes or cancel by clicking No. Once
applied, the signature will appear in the records table and in the LTD files exported from the Chart
tab.

AKRIBIS - www.akribis.info - contacto@akribis.info
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Report (Logger Data)

The Logger Data tab displays all recorded readings, along with recorded events and other key
details in a table format based on the selected date and time range.

1. Select the “From” and “To” date and time using the calendar date selector to filter
readings taken within a specific range.

2. Click the Export button to generate a PDF file of the logger data list for the selected date
and time range.

3. Events show a record of critical actions, alarms, or system changes during recording
like,
¢ Inspection Mark

Readings Not Displayed

Alarm Acknowledged

Device Power Loss

Lower Alert

Above Alert

and/or other events

[ s com Ll n ~

Shipment Summary (PDF)

All Date-Time values are in (UTG+12:00) + daylight time

g | Data List
o From:| Jun-27-2024 15:14 B | To:| Jun-30-2024 11:57 = |
Index Serial Number Y Date t Time Temp °C Huridity % Light lux Shock g Events e Latitude, Longitude
1 Jun-27-2024 15:14:27 231 393 3355 0 -36.747298, 174.698242
2 Jun-27-2024 15:24:27 26.2 314 3355 1
3 Jun-27-2024 15:34:27 292 28 359.4 1
4 Jun-27-2024 15:44:27 318 258 4451 1
5 Jun-27-2024 15:54:27 336 236 4645 1
6 Jun-27-2024 16:04:27 348 23 4793 1
7 Jun-27-2024 16:14:27
8 Jun-27-2024 16:24:27
E] Jun-27-2024 16:34:27 294 46 424 7
10 Jun-27-2024 16:44:27 28.4 423 0 14
n Jun-27-2024 16:54:27 274 454 0 85
12 Jun-27-2024 17:04:27 26.3 487 129 1
13 Jun-27-2024 17:14:27 253 51 82 1 -36.703483, 174743620
14 Jun-27-2024 172427 245 528 32 1
15 Jun-27-2024 17:34:27 237 542 1 1
16 Jun-27-2024 17:44:27 229 556 0 1
17 Jun-27-2024 17:54:27 224 56.7 0 1
o« n 2 3 45 6 7 8 % 10 . » M 1-17 of 413 items

AKRIBIS - www.akribis.info - contacto@akribis.info
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Map

The Map tab allows users to interactively view their logger on a map and see the recorded data,
such as location, temperature, humidity*, light, and shock.

1. Shareable link “Share Map” button where you can create a link that will share the logger status
to external stakeholders to view.
You can select the origin tab to zoom in automatically to view location closer on the map.
You can select the destination tab to zoom in automatically to view location closer on the map.
Use the + and - icons to zoom in and out of the map.
Click an event or logger listed in the side panel to view a quick breakdown of the logger’s
serial number, the time and date of the last recorded location or event location, and the last
recorded temperature, humidity*, light, and shock readings. The map will zoom in to the where
the alarm was triggered.
6. Chart view displays Temperature, Humidity*, Light, and Shock data.
7. View the loggers last recorded location on the map.

ok wmn

Shipment Info  Chart  Report Settings

DATA LOGGER(S)

MOUNTREM
dNT
ALeNgT | EDEN

@ Py | NEW:
,WINDS[}! oo
Most Recent
01:21 Jun-17-2024
Temperature Alarm
15:21 Jun-16-2024
2.5 e
Manukau :';.R?m“
o T
= 3
16:00 17:00 18:00 19:00 20:00 21:00 22:00 23:00 00:00 01:00
Jun-1624 Jun-16-24 Jun-1624 Jun-16-24 Jur1624 Jun-16-24 Jun-16-24 Jun-16-24 Jun-17-24 Jun-17-24
. TIm(:IDaie Click & drag to zoom, double click to zoom out
Shareable Shipment Link _ . = _
When you n eed to S hare the Statu S Of a S h I p me nt Wlth ‘Completed shipments will only be displayed on the map if they were completed within the past 30 days.
Someone nOt |n your I_OgTag® Onllne team, you Caﬂ USG Froml month-day-year hou a] Tal month-day-year hou. a”nnersnipmem.. lo
Shareable Links that show all the shipment information, and is @ wvwmmee @—n
regularly updated. . g il
Click on the shipment you want to share in the Location Shipment Info  Chart  Report

Tab to open the Shipment Info window. Click Map at the £
top of the window.

Click the Share Map button to create the link. Once you
send the link to the person you want to share the shipment
status with, they will be able to view the map and alerts of
theAIKoR gers in the shipment that is automatically updated.

www.akribis.info - contacto@akribis.info
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Data Recovery

If you have finished monitoring your goods but no LEDs light up on the LTSGEO when you press the
Start/Check button, follow these steps:

1. Connect your LTSGEOQO to your USB charging cable. If the battery is very low, the red LED will
blink slowly, and data transmission will not be immediately possible. Charge the unit until the red
Alert LED lights up steadily. Once the solid green LED illuminates, the LTSGEOQ is fully charged.
Disconnect the charger and press the Start/Check button again to upload the data via the
cellular network. The data will appear in LogTag® Online shortly after.

2. If charging does not resolve the issue or the data is required immediately, connect the logger to
a PC and visit http://It.help/resq in your browser. Follow the instructions to download the ResQ
program that extracts the data from the LTSGEO and uploads it to LogTag® Online via your
Internet connection.

SR8 Chart  Report  Map  Settings

Completing the Shipment

To reuse your multi-use logger, you must first complete the shipment it is
assigned to.

Start Date:.Jan-25-2026
Est Delivery: Feb-22-207¢
Origin: | £S eal
Destination: TEST LT Tear
Location:

Shipment ID: 1 5
asdas: 1505
asdasd: sadasd

COMPLETE SHIPMENT

Your LT5GEQO will automatically complete the shipment two weeks after the
first location reading within the shipment’s set destination boundary. If
you want to stop the logger from recording before then, you can manually
complete the shipment by going to the Shipment tab, selecting the
shipment, and clicking Complete Shipment.

Note: Any data that has not yet been transmitted to LogTag® Online will not be added to the
shipment. Please ensure all required data has been uploaded before completing the shipment.

Press and release the Start/Check button (1 second). This will transmit any remaining data to
LogTag® Online. Your logger will confirm a successful upload by lighting up the green LED for 3
seconds.

If you have access to the shipment in LogTag® Online, click Complete Shipment in the Shipment
Info tab to stop the logger recording additional data.

Resources:

To learn more about LogTag® Online features, visit: https://logtagrecorders.com/logtag-online/

To login or create a LogTag® Online account, go to the LogTag® Online portal at
https://logtagonline.com/

Once you have logged in to LogTag® Online, you can access the Help Center by clicking n in
the top right of your screen. You can search our library of common questions and answers.

For more support inquiries, contact support@logtagrecorders.com.

AKRIBIS - www.akribis.info - contacto@akribis.info
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_T5GEOQ Internal Technical Specifications

Product Models LT5GEO-S (Single-Use)
LT5GEO-M (Multi-Use)
Connectivity LTE Cat M1/EGPRS

Sensor Measurement Range -30 °C to +70 °C (-22 °F to +158 °F)

Operating Temperature Range |-30 °C to +70 °C (-22 °F to +158 °F)

Storage Temperature Range 0 °C to +40 °C (+32 °F to +104 °F)

Humidity Measurement Range |0 %RH to 100 %RH (non-condensing), with limitations

Humidity Operating Range 0 %RH to 100 %RH (non-condensing), with limitations

Storage Humidity Range 5 %RH to 95 %RH non-condensing

Rated Temperature Better than +0.45 °C (+0.8 °F) for +0 °C to +50 °C (+32 °F to +122 °F),
Reading Accuracy typically +0.3 °C (0.6 °F)

Better than +0.8 °C (+1.4 °F) for +50 °C to +70 °C (+122 °F to +158 °F),
typically +0.5 °C (0.9 °F)

Better than +0.95 °C (1.7 °F) for -40 °C to +0 °C (-40 °F to +32 °F),
typically +0.6 °C (1.1 °F)

Actual performance is typically much better than the rated values.
Accuracy figures can be improved by recalibration

Rated Humidity Better than 3 %RH for 20 %RH to 80 %RH, typically +2 %RH
Reading Accuracy Better than =5 %RH for 0 %RH to 20 %RH, typically +4 %RH
Better than +5 %RH for 80 %RH to 100 %RH, typically +4 %RH
Actual performance is typically much better than the rated values.
Accuracy figures can be improved by recalibration

Light Sensor Range 0-120,000 lux

Shock Sensor Measuring 0-169g

Range

Shock Sensor Resolution 0.1g
1 m/sh2

Recording Capacity 16,320 local logger memory. 1 million recordings with LogTag® Online

Transmission Interval 20 minutes-24 hours, depending on trip duration set through LogTag® Online
Uploads immediately when alarm is triggered, regardless of transmission interval.

Sampling Interval Configurable from 5 minutes to 18 hours

Logging Start Options Push button start, with configurable delay, from 1 minute to 72 hours

Environmental P61

Software LogTag® Online and (optional) LogTag® Mobile App

Power Source NiMH rechargeable battery

Battery Life Transmission interval adjusts according to trip duration set in LogTag® Online.
Maximum on-battery length 100 days.

Connection Interface USB 2.0/ USB Type C Metal plug

Size 90mm(H)x68mm(W)x25mm(L)

Weight 175¢g

Case Material Polycarbonate

AKRIBIS - www.akribis.info - contacto@akribis.info
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_T5GEO External Technical Specifications

Product Models

LT5GEO-E-S (Single-use)
LT5GEO-E-M (Multi-use)

Connectivity

LTE Cat M1/EGPRS

Sensor Measurement Range

-40 °C to +99 °C (-40 °F to +210 °F)

Operating Temperature Range

-30 °C to +70 °C (-22 °F to +158 °F)

Storage Temperature Range

0 °C to +40 °C (+32 °F to +104 °F)

Rated Temperature Reading
Accuracy

Better than +0.5 °C (x0.9 °F) for -20 °C to +40 °C (-4 °F to +104 °F),
typically +0.3 °C (0.6 °F)

Better than +0.8 °C (x1.4 °F) for -40 °C to -20 °C (-40 °F to -4 °F),
typically +0.5 °C (+0.9 °F)

Better than +0.8 °C (+1.4 °F) for +40 °C to +70 °C (+104 °F to +158 °F),
typically £0.7 °C (1.3 °F)

Better than £1.2 °C (£2.2 °F) for +70 °C to +99 °C (+158 °F to +210 °F),
typically +1 °C (+1.8 °F)

Actual performance is typically much better than the rated values
Accuracy figures can be improved by recalibration

Light Sensor Range 0 — 120,000 lux
Shock Sensor Measuring Range | 0-16g
. 0.1g
Shock Sensor Resolution 1 m/sh2
Shock Sensor Sampling Rate 25Hz

Recording Capacity

16,320 local logger memory. 1 million recordings with LogTag® Online

Transmission Interval

20 minutes-24 hours, depending on trip duration set through LogTag®Online
Uploads immediately when alarm is triggered, regardless of transmission interval

Sampling Interval

Configurable from 1 minute to 18 hours

Logging Start Options

Push button start, with configurable delay, from 1 minute to 72 hours

Environmental

P61

Software LogTag® Online, and (optional) LogTag® Mobile App
Battery Type Non Lithium Rechargeable Nickle Metal Hydride (NiMH)
Battery Life Transmission interval adjusts according to trip duration set in LogTag® Online.

External power supply recommended. Maximum on-battery length 100 days.

Connection Interface

USB 2.0/ USB Type C Metal plug

Size and Weight

90mm(H) x 68mm(W) x 25mm(D) - 1669

Case Material

Polycarbonate

Compatible External Probes:

Charging Accessories:

Order Code | Exposed Tip Cable u
Tip Length | Diameter | Length — y @
ST100K-15 | 65mm 23.2mm 1.5m (4’117 External Probe
ST100K-30 | 65mm odzmm | 3mE19) Not Included (Recommended)
ST100S-15 22.5mm 25mm 1.5m (4'117)
ST100S30 | 22.5mm 25mm 3m (9107) USB-C Cable AC Adapter*

Sold Separately Sold Separately

Compatible Smart Probes:

Explore More Probe Options:

LogTag

Order Code | Exposed Tip Cable — | [ —
Tip Length | Diameter | Length : E E Sca.n the QR Code
— o L to view the full range
CP100K-15 | 65mm 23.2mm 1.5m (4°117) I of External Probes.
CP100K-30 | 65mm e3.2mm | 3m (9'10") Smart Probe

[5] £7A

Not Included (Recommended)

*The LT5GEO can only be charged with a 5V/1A connector as higher voltages will damage the device.
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LT5GEQO Ultra-Low External Technical Specifications

Product Models

LT5GEO-LE-S (Single-use)
LT5GEO-LE-M (Multi-use)

Connectivity

LTE Cat M1/EGPRS

Sensor Measurement Range

-90 °C to +40 °C (-130 °F to +104 °F)

Operating Temperature Range

-30 °C to +70 °C (-22 °F to +158 °F)

Storage Temperature Range

0 °C to +40 °C (+32 °F to +104 °F)

Rated Temperature Reading
Accuracy

Better than +0.5 °C (0.9 °F) for -20 °C to +10 °C (-4 °F to +50 °F)
Better than +0.7 °C (x1.3 °F) for -50 °C to -20°C (-58 °F to -4 °F)
Better than +0.7 °C (x1.3 °F) for +10 °C to +30 °C (+50 °F to +86 °F)
Better than +1.0 °C (1.8 °F) for -80 °C to -50 °C (-112 °F to -58 °F )
Better than +1.0 °C (1.8 °F) for +30 °C to +40 °C (+86 °F to +104 °F)
Better than +1.8 °C (3.2 °F) for -90 °C to -80 °C (-130 °F to -112 °F)
Actual performance is typically much better than the rated values.
Accuracy figures can be improved by recalibration.

Light Sensor Range 0 — 120,000 lux
Shock Sensor Measuring Range | 0-16g
. 0.1g
Shock Sensor Resolution 1 m/sh2
Shock Sensor Sampling Rate 25Hz

Recording Capacity

16,320 local logger memory. 1 million recordings with LogTag® Online

Transmission Interval

20 minutes-24 hours, depending on trip duration set through LogTag®Online
Uploads immediately when alarm is triggered, regardless of transmission interval

Sampling Interval

Configurable from 1 minute to 18 hours

Logging Start Options

Push button start, with configurable delay, from 1 minute to 72 hours

Environmental

P61

Software LogTag® Online, and (optional) LogTag® Mobile App
Battery Type Non Lithium Rechargeable Nickle Metal Hydride (NiMH)
Battery Life Transmission interval adjusts according to trip duration set in LogTag® Online

External power supply recommended. Maximum on-battery length 100 days.

Connection Interface

USB 2.0/ USB Type C Metal plug

Size and Weight

90mm(H) x 68mm(W) x 25mm(D) - 1669

Case Material

Polycarbonate

Compatible External Probes:

Charging Accessories:

Compatible Smart Probes:

Order Code | Exposed Tip Cable Y
Tip Length | Diameter | Length —— =
ST10S-15 22.5mm 25mm 1.5m (4'117) External Probe =
ST10S-30 | 22.5mm e5mm 3m (9'10") Not Included (Recommended) H T
ST10M-15 60mm @5mm 1.5m (4'11”) o/
USB-C Cable AC Adapter*®

Sold Separately Sold Separately

LogTag

Explore More Probe Options:

— | |
Order Code | Exposed Tip Cable (—
Tip Length | Diameter | Length o E Scaln the QR Code
CP10S-15 22.5mm @5mm 1.5m (4'117) = to view the full range
Smart Probe I of External Probes.
CP10S-30 22.5mm @5mm 3m (9'10”) Not Included (Recommended) EP ..-rq
o

*The LT5GEO can only be charged
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