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MADGETECH
A WE BUILD DATA LOGGERS

Wind101A
Wind Speed Data Logger

The Wind101A is a complete system to accurately measure
and record wind speed. This low cost wind speed recording
system comes complete with a data logger, weather-proof
enclosure, a three-cup anemometer and all the necessary
cabling to quickly get up-and-running. The logger can record
over 1,000,000 readings and the storage medium is non-
volatile, solid state memory, providing maximum data security
even if the battery becomes discharged. The device can

be started and stopped directly from a computer using the
MadgeTech Software.
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FEATURES

¢ Durable Housing for Logger

e 3-cup Anemometer

¢ 0to 100 MPH (0 to 160KPH) Range

e 0.085 MPH Resolution at a 10 Second
Sampling Rate

e +2 5% Calibrated Accuracy over 10to 100
MPH (16 to 160 KPH) Range

e 1 Second Reading Rate

* Multiple Start/Stop Function

e Ultra High Speed Download

e 1,047,552 Reading Storage Capacity

¢ Battery Life Indicator

e Optional Password Protection

¢ Field Upgradeable

BENEFITS

e Simple Setup and Installation
¢ Minimal Long-Term Maintenance
e | ong-Term Field Deployment

APPLICATIONS

e Alternative Energy Studies
¢ Meteorology/Climatology
® Wind Turbine Location Assessments
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Specifications

Specifications are subject to change without notice. Specific warranty remedy limitations apply. Call (603) 456-2011 or go to
madgetech.com for details.

MEASUREMENT

Measurement

LEDs 2 Status LEDs

Reading Rate 1 reading every second up to 1 reading every 24

Range 0to 100 mph (0 to 45 m/s) hours
Recolution 0.085 mph at 10 second reading interval Battery Type 3.6V lithium battery included; user replaceable
Dependent on frequency and duty cycle
Accuracy fgg;{? g? rgggnogt%r% Tﬁ) g 0 100 mph Battery Life 10 months typical at 25 °C and 10 second
— reading rate
Starting . o o
Threshold 1.75mph Time Accuracy +1 minute/month at 25 °C (77 °F)

(Stand alone mode)

6-position removable screw terminal USB (interface cable required); 115,200 baud

Input Connection

GENERAL

Immediate start

Computer Interface

Operating System

Compatibility Windows XP SP3 or later

Software Compatibility Standard Software version 2.03.06 or later

Start Modes Delay start up to 18 months Secure Software version 4.1.3.0 or later
Multiple pushbutton start/sto|
I\/Ianjal t:rough software i g’;‘;’r‘:t)i:‘geter 85<>/Og,_t|ot +?8(;(3/ (R?'? Flo+150%)

Stop Modes Timed (specific date and time) Environment ernio °

Wl Strusiop S0 S b devce rutle s e DA oamgr Opeatng. 0 e
aPC IP Rating IP65

Real Time Recording m?\é/aﬁ)ﬁrzzed i e e ki e B e 29inx58inx1.5in

(74 mm x 148 mm x 39 mm)

An optional password may be programmed into 2.1in height x 7.53 in diameter

. the device to restrict access to configuration Anemometer : )

Password Protection options. Data may be read out without the Dimensions E?ﬂ?g;?:&ﬁ;gig]erg)d'a)

password.

1,0475,520 readings; software configurable Weight 18102(5139)
Memory memory wrap Material Polycarbonate

528,776 readings in multiple start/stop

Approvals CE

Wrap Around Yes

See the Wind101A Product User Guide for
instructions on how to program wind speed
engineering units

BATTERY WARNING: Fire, explosion and severe burn hazard. Do not recharge, disassemble, heat

Engineering Units above 100 °C (212 °F), incinerate, crush, or expose contents to water.

Ordering Information

Wind speed data logger. Includes 3-cup anemometer with sensor connection cable (25 ft),

Wind101A (25 ft) PN 901870-00 weatherproof enclosure and the IFC200 (USB) interface cable.

weatora o Psoterro e i o vt e (01
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LTC-7PN PN 900352-00 Replacement battery for the Wind101A

For Quantity Discounts call (603) 456-2011 or email sales@madgetech.com

contacto@akribis.info
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